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Department of Energy
Richland Operations Office

P.O. Box 550
STES& Richland, Washington 99352

APR 2 3 2008
08-AMCP-0 173

Mr. N. Ceto, Program Manager
Office of Environmental Cleanup APR 3 0 2008a
Hanford Project Office U

U.S. Environmental Protection Agency EDMC
309 Bradley Blvd., Suite 115
Richland, Washington 99352

Dear Mr. Ceto:

SITE-SPECIFIC FIELD-SAMPLING PLANS FOR THE 216-B-42 TRENCH, 2 16-S-13 CRIB,
216-S-21 CRIB, 216-T-18 CRIB, AND 216-T-19 CRIB AND TILE FIELD IN THE
200-TW-l/200-PW-5 OPERABLE UNITS, ADDENDUM 3, DOE/RL-2007-02, VOLUME 11,
REVISION 0

The purpose of this letter is to submit the Addendum 3 Site-Specific Field-Sampling Plans for
the 216-B-42 Trench, 216-S- 13 Crib, 216-S-21 Crib, 216-T- 18 Crib, and 216-T- 19 Crib and Tile
Field in the 200-TW-l/200-PW-5 Operable Units of Supplemental Remedial Investigation/
Feasibility Study Work Plan for the 200 Areas Central Plateau Operable Units,
DOE/RL-2007-02, Revision 0, for your review and approval.

The site-specific field sampling plans in this addendum provide site-specific information
regarding the waste sites conceptual model, data needs, data collection strategy and associated
analytical and quality control requirements arrived at during the agency data quality objective
process as documented in the data needs priority summary tables (Volume I, Appendix C).
Together with the elements of the overall sampling and analysis plan (Volume 1, Appendix A),
the site-specific field sampling plans presented in Chapters 2.0 through 6.0 of this addendum
complete the sampling and analysis plan for these waste sites. This Addendum is part of the
supplemental work plan and is considered a component of that primary document under the
Hanford Federal Facility Agreement and Consent Order.



Mr. N. Ceto -2- APR 23 2flfl8
08-AMCP-0 173

If there are any questions, please contact me, or your staff may contact Briant Charboneau, of my
staff on (509) 373-6137.

Sincerely,

AMCP:RDH for the Central Plateau

Attachment

cc w/attach:
G. Bohnee, NPT
L. Buck, Wanapum
C. E. Cameron, EPA
S. Harris, CTUJR
J. A. Hedges, Ecology
R. Jim, YN
S. L. Leckband, HAB
K. Niles, ODOE
J. B. Price, Ecology
R. Skinnarland, Ecology
Administrative Record
Environmental Portal

cc w/o attach:
R. H. Engelmann, EFSH
R. E. Piippo, FHI
J. G. Vance, FFS
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Reference herein to any specific commercial product, process,
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otherwise, does not necessarily constitute or imply its
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ADDENDUM 3

SITE-SPECIFIC FIELD-SAMPLING PLANS FOR THE 216-B-42 TRENCH, 216-
S-13 CRIB, 216-S-21 CRIB, 216-T-18 CRIB AND 216-T-19 CRIB AND TILE

FIELD IN THE 200-TW-1/200-PW-5 OPERABLE UNITS

AD3-i



DOE/RL-2007-02-VOL 11-ADD 3 REV 0

This page intentionally left blank.

AD3-ii



DOE/RL-2007-02-VOL Il-ADD 3 REV 0

APPROVAL PAGE

Title: Supplemental Remedial Investigation Work Plan for the 200 Areas
Central Plateau Operable Units, Volume 11, Addenda

Addendum 3 - Site-Specific Field-Sampling Plans for 216-B-42 Trench,
216-S- 13 Crib, 216-S-21 Crib, 216-T- 18 Crib And 216-T- 19 Crib and
Tile Field in the 200-TW- 1/200-P W-5 Operable Units

Approval: U.S. Department of Energy, Richland Operations Office

Si~atureDate

Lead Regulatory Agency:
SU.S. Environmental Protection Agency
Li Washington State Department of Ecology

Signature Date

The approval signatures on this page indicate that this document has been authorized for
information release to the public through appropriate channels. No other forms or

signatures are required to document this information release.

AD3 -iii



DOE/RL-2007-02-VOL 11-ADD 3 REV 0

This page intentionally left blank.

AD3-iv



DOE/RL-2007-02-VOL 1I-ADD 3 REV 0

CONTENTS

AD3-l.O INTRODUCTION .............................................................. AD3 1-1

AD3-2.O 216-B-42 TRENCH SITE-SPECIFIC FIELD-SAMPLING PLAN ....... AD3 2-1

AD3-3.0 216-S-13 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN ............ AD3 3-1

AD3-4.0 216-S-21 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN ............ AD3 4-1

AD3-5.O 216-T- 18 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN ............ AD3 5-1

AD3-6.O 216-T-19 CRIB AND TILE FIELD SITE-SPECIFIC FIELD-SAMPLING

PLAN............................................................................. AD3 6-1

AD3-7.0 REFERENCES .................................................................. AD3 7-1

FIGURES

Figure AD3 2-1. 216-B-42 Trench Data-Collection Locations.............................. AD3 2-2

Figure AD3 2-2. 216-B-42 Trench Stratigraphy and Sample-Collection Intervals ....... AD3 2-3

Figure AD3 2-3. 216-B-42 Trench Conceptual Model and Data Summary ............... AD3 2-5

Figure AD3 3-1. 216-S-13 Crib Data-Collection Locations ................................. AD3 3-2

Figure AD3 3-2. 216-S- 13 Crib Stratigraphy and Sample-Collection Intervals .......... AD3 3-3

Figure AD3 3-3. 2 16-S-13 Crib Conceptual Model and Data Summary .................. AD3 3-5

Figure AD3 4-1. 216-S-21 Crib Data-Collection Locations ................................. AD3 4-2

Figure AD3 4-2. 216-S-21 Crib Stratigraphy and Sample-Collection Intervals .......... AD3 4-3

Figure AD3 4-3. 216-S-2 1 Crib Conceptual Model and Data Summary .................. AD3 4-5

Figure AD3 5-1. 216-T- 18 Crib Data-Collection Locations................................. AD3 5-2

Figure AD3 5-2. 216-T- 18 Crib Conceptual Model and Data Summary .................. AD3 5-5

Figure AD3 6-1. 21 6-T- 19 Crib and Tile Field Data-Collection Locations ............... AD3 6-2

AD3-v



DOE/RL-2007-02-VOL Il-ADD 3 REV 0

Figure AD3 6-2. 216-T-19 Crib and Tile Field Stratigraphy and Sample-Collection
Intervals ...................................................................... AD3 6-3

Figure AD3 6-3. 216-T-19 Crib and Tile Field Conceptual Model and Data Summary ... AD3 6-5

TABLES

Table AD3 2-1. 216-B-42 Trench Sampling Plan............................................. AD3 2-4

Table AD3 2-2. Data Needs Priority Summary - Model Group 6 -216-B3-42 Trench
(200-TW- l)(RL/FH)(CPP)(EPA) ............................................ AD3 2-6

Table AD3 3-1. 216-S-13 Crib Sampling Plan ................................................ AD3 3-4

Table AD3 3-2. Data-Needs Priority Summary - Model Group 2 - 216-S- 13 Crib
(200-PW-5)(RL/FH)(CPP)(EPA) ............................................ AD3 3-6

Table AD3 4-1. 216-S-21 Crib Sampling Plan ................................................ AD3 4-4

Table AD3 4-2. Data-Needs Priority Summary -Model Group 2 - 216-S-21 Crib
(200-PW-5)(RIJFH)(CPP)(EPA) ............................................ AD3 4-6

Table AD3 5-1. 216-T- 18 Crib Sampling Plan ................................................ AD3 5-3

Table AD3 5-2. Data-Needs Priority Summary - Model Group 4 - 216-T- 18 Crib

(200-TW-I1)(RL/EH)(CPP)(EPA) ............................................ AD3 5-6

Table AD3 6-1. 216-T-19 Crib and Tile Field Sampling Plan ............................... AD3 6-4

Table AD3 6-2. Data-Needs Priority Summary - Model Group 6 - 216-T- 19 Crib and Tile Field
(200-TW-l)(RL/FH)(CPP)(EPA) ............................................ AD3 6-6

AD3-vi



DOE/RL-2007-02-VOL Il-ADD 3 REV 0

TERMS

ALARA as low as reasonably achievable
bgs below ground surface
COPC contaminants of potential concern
cps counts per second
DOE U.S. Department of Energy
DG downhole geophysics
DQO data quality objectives
EPA U.S. Environmental Protection Agency
ERC electrical resistivity characterization
GL geologic log
HRLS high resolution logging system
HRR high resolution resistivity
IPT integrated project team
RUT natural occurring potassium, uranium, and thorium logs
MDL method detection limit
MESC/MNA/IC maintain existing soil cover, monitored natural attenuation,

institutional controls
N/A not applicable
OU operable unit
PH process history
PUREX plutonium-uranium extraction (plant or process)
QAPjP quality assurance project plan
QAIQC quality assurance/quality control
REDOX reduction-oxidation (plant or process)
RI/FS remedial investigation/feasibility study
RLS radionuclide logging system
SAP sampling and analysis plan
SGE surface geophysical exploration
SGLS spectral gamma logging system
Sim Soil Inventory Model, Rev.]I
SSSP site-specific field-sampling plan
TBD to be determined
TD total depth
Tni-Parties U.S. Department of Energy, U.S. Environmental Protection

Agency, and Washington State Department of Ecology
WIDS Waste Information Data System database
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METRIC CONVERSION CHART

Into Metric Units Out of Metric Units

If you know Multiply by To get If you know Multiply by To get

Length Length

inches 25.4 millimeters millimeters 0.0394 inches

inches 2.54 centimeters centimeters 0.394 inches

feet 0.305 meters meters 3.281 feet

yards 0.9 14 meters meters 1.094 yards

miles 1.609 kilometers kilometers 0.621 miles

Area Area

sq. inches 6.452 sq. centimeters sq. centimeters 0.155 sq. inches

sq. feet 0.0929 sq. meters sq. meters 10.764 sq. feet

sq. yards 0.836 sq. meters sq. meters 1.196 sq. yards

sq. miles 2.591 sq. kilometers sq. kilometers 0.386 sq. miles

acres 0.405 hectares hectares 2.471 acres

Mass (weight) Mass (weight)

ounces 28.349 grams grams 0.0353 ounces

pounds 0.454 kilograms kilograms 2.205 pounds

ton 0.907 metric ton metric ton 1.102 tons

Volume Volume
teaspoons 5 milliliters milliliters 0.034 fluid ounces

tablespoons 15 milliliters liters 2.113 pints

fluid ounces 29.573 milliliters liters 1.057 quarts

cups 0.24 liters liters 0.264 gallons
pints 0.473 liters cubic meters 35.3 15 cubic feet
quarts 0.946 liters cubic meters 1.308 cubic yards
gallons 3.785 liters

cubic feet 0.0283 cubic meters

cubic yards 0.764 cubic meters

Temperature Temperature
Fahrenheit (oF-32)*5/9 Celsius Celsius (OC*9/5)±32 Fahrenheit

Radioactivity Radioactivity

picocuries 37millibecquerels millibecquerel 0.027 picocuries
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AD3-1.O INTRODUCTION

Addendum 3 of Work Plan Volume 11 contains the site-specific field-sampling plans
(SSSP) for the 216-13-42 Trench, 216-S-13 Crib, 216-S-21 Crib, 216-T-18 Crib and 216-
T-19 Crib and Tile Field in the 200-PW-5/200-TW-1 Operable Units. The SSSPs in this
addendum provide site-specific information regarding the waste sites including detailed
sampling location maps, conceptual models, and the detailed sampling strategy for each
site (i.e., number and location of samples, analytes, and sampling and analytical
methods). These requirements have been determined by the Tni-Parties (U.S. Department
of Energy, U.S. Environmental Protection Agency, and Washington State Department of
Ecology) and documented via the data quality objectives (DQO) process in the data-
needs priority summary tables (Volume 1, Appendix C).

Volume 1 of the supplemental work plan also includes the Overarching Supplemental
Sampling and Analysis Plan (SAP) which supports the RI/ES process for all of the
supplemental waste sites (DOE/RL-2007-02 Rev. 0, Vol. 1, Appendix A). Data collected
under the overarching SAP will be used to support completion of the remedial
investigation/feasibility study (RI/ES) process for the 21 6-B-42 Trench, 216-S- 13 Crib,
216-S-21 Crib, 216-T- 18 Crib and 216-T- 19 Crib and Tile Field in the 200-PW-5/200-
TW-lI Operable Units. The overarching SAP includes the field-sampling plan which
includes investigative strategies for a range of sampling techniques, the health and safety
plan, and the quality assurance project plan (QA-PjP) which establishes quality
requirements for the supplemental investigation activities. For radioactive samples, as
low as reasonably achievable (ALARA) principles may limit the amount of sample the
laboratory can process for analysis. This may result in elevated levels of detection
(greater than the required detection limits listed in Tables A2- 1 and A2-2 of DOE/RL-
2007-02, Vol. I) and provide limitations on the analytical batch quality control analyses
that can be completed. Additionally, operational constraints and detection limits may
reduce the number of contaminants of potential concern (COPC) that can be analyzed.

The overarching SAP also includes the list of COPC identified for each of the
supplemental waste sites (Vol. 1, Appendix A, Table A2-3). Cyanide will be added to the
list of COPC, as it was used extensively in the scavenging and recovery processes. The
analysis for total uranium will be calculated by the laboratory using isotropic uranium
values. The overarching SAP was approved by the Tni-Parties to support all
supplemental waste site sampling activities.

Together with the elements of the overarching sampling and analysis plan (Volume 1,
Appendix A), the SSSPs presented in Chapters 2.0 through 6.0 of this addendum
complete the sampling and analysis plan for these waste sites. This addendum is part of
the supplemental work plan and is considered a component of that primary document
under the Hanford Federal Facility Agreement and Consent Order.I

' Ecology, EPA, and DOE, 1989, Hanford Federal Facility Agreement and Consent Order, 2 vols.,
Washington State Department of Ecology, U.S. Environmental Protection Agency, and U.S. Department of
Energy, Olympia, Washington, as amended.

AD3 1-1
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Activities associated with surface geophysical exploration (SGE) or high resolution
resistivity (HRR), now referred to as electrical resistivity characterization (ERG), as
identified in Volume I, Appendix C has been (is currently) completed and will not be
discussed further in this SSSP. ERG results will be reported as follows: waste site in the
surrounding area of the B, BX, and BY Tank Farms are included in RPP-34690, provided
by CH2M Hill Hanford Group, Inc.; waste sites in the surrounding area of the TX and TY
Tank Farms are to be included in a report issued by CH2M Hill Hanford Group, Inc.,
expected October 2008; remaining waste sites are to be included in a report issued by
Pacific Northwest National Laboratory, expected March 2008. ERG areas are not
included in the figures of this SSSP, as they extend well beyond the waste site
boundaries, but can be accessed from their corresponding reports.

The conceptual contamination distribution model graphics in the conceptual model and
data summary figures were developed using historical data including, but not limited to:
geophysical logs of existing boreholes, waste discharge volume, waste contaminant
inventories and electrical resistivity characterization reports. These graphics may be
updated as additional information becomes available from planned characterization or
other support activities. The potential remedial alternatives section in the data needs
priority summary tables were derived from DOE/RL-2003-64 and are presented for
reference only; this is not the final regulator approved list of remedies.

AD3 1-2
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AD3-2.O 216-B-42 TRENCH SITE-SPECIFIC FIELD-SAMPLING PLAN

The characterization planned for the 21 6-B-42 Trench includes drilling a deep borehole
to groundwater, approximately 276 ft, and geophysical logging of this same borehole.
The drilling and logging efforts are planned to reduce the uncertainty associated with the
differences in waste streams between the 21 6-B-42 Trench and the other trenches located
within close geographical proximity, especially the 216-B-38 Trench. The 216-B-42
Trench received scavenged waste from the Uranium Recovery Process (tributyl
phosphate solvent extraction) in the 221-U Canyon Facility, whereas the 216-B-35
through 21 6-B-4 1 Trenches received dissolved cladding and I"t cycle wastes from the
22 1-B Plant Canyon Building. The planned characterization would provide information
to accurately assign the 21 6-B-42 Trench to the appropriate representative site; the 216-
B-46 Crib received a similar waste stream, while its current representative site, 216-B-38
Trench, is geographically similar.

Split-spoon samples will be collected at the bottom of the trench and at changes in
lithology as indicated in Figure AD3 2-2; the samples will be analyzed for analytes
presented in Volume 1, Table A2-3, the 200-TW- I column. Documentation for
groundwater samples, if requested by an operable unit manager, will be provided by the
requesting party. The sample analysis will provide information for decision-making on
assignment of a representative site. The grab samples to be analyzed will be determined
by the field geologist and technical lead, utilizing characterization data; such as
geophysical logs, lithology (driller's logs), and split-spoon sample analyses.

The 299-E33-10 well, which monitors this waste site, is too far removed from the
contaminant source to accurately describe the contamination distribution below the
trench. The location of the planned deep borehole, at the eastern end of the trench, was
determined by evaluation of current geophysical logs and surface geophysical exploration
conducted by CH12M Hill Hanford Group, Inc. utilizing their quality assurance/quality
control (QA/QC) procedures (RPP-34690). The location was chosen to address the zone
of highest contamination; it is believed that the inlet to the trench was also located at this
end. Analysis of the characterization could serve to verify the surface geophysical
exploration.

AD3 2-1
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The following figures and tables provide the site-specific field-sampling plan for the
21 6-B-42 Trench.

Figure AD3 2-1. 216-B-42 Trench Data-Collection Locations

21 6-B-42

+299-E33-1 0

LEGEND
+ Planned Borehole

o f------I 2 m 4 Existing Borehole

FGOWIMO2

AD3 2-2



DOE/RL-2007-02-VOL 11-ADD 3 REV 0

Figure AD3 2-2. 216-13-42 Trench Stratigraphy and Sample-Collection Intervals

DepthSoil Sample
Intervals Lithology 216-B-42

Om Oft 101'==o J,

1-2' Silt, Sand, & Gravel IkGe

2 5 f 2 4 2 6 'S a n d & G r a v e l

15 SM D
W557'

679'Sand z

75yft

* . formation
30 100ft 984100'

Silt&Sand '-.,

125ft

45 150ff

168170an Borehole Legend

60 200M 193-196'Slt&Sn --- A'EI]an

Sit&Sn Sand &Gae

225 Silt, Sand, & Gravel San &rae

RingoldSad&Gve

75 2505t Formation Snd&rae

27-7'Sand & Gravel &Sn

272774' V77f(W Groundwater

TDO280ft TD Total Debth

Source: NOTE: Depths are
90 300tt =split 299-E33-10 approximate

Spoon and are for Illustration
Samples Well purposes only.

35t Also, grab samples FG07Wtvlt&421

3255 at 2.5' intervals
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Table AD3 2-1. 21 6-B-42 Trench Sampling Plan.

Sptpon neaimu hea 27Ptbs oueIal hangei a ronductie,
and ecio grabio endt of 10-t 12ft bgs) A2-3,te 200- lithol e or abulk es

(eater 242 tbs (oicueInterval atcesz

DepOede 55 gru57ae fplto bgs cyie ad (nsam e dstiuto

split~~~676 ftoo bgsr ted 26ftbsolum ur anium) spliton cnutne

sampls trnch 8 - 20ft bgs sW1clm ieamled osue

168 - 170 ftbgs intervals,
193 -195 ft bgs between 15-
272 - 274 ft bgs 200 ft bgs).

As indicated

Also, grab Grab samples in Figure

samples at 2.5 ft will be analyzed AD3 2-2.
intervals for
throughout contaminants

boreholewithin the pore
boreholevolume.

Number of split-spoon 9
samples

Approximate number of
field quality-control 3
samples

Approximate number of7
physical-property samples

Approximate number of 110
grab samples

Approximate total number 129
of soil samples collected

Approximate total number
of soil samples analyzed d 72

Downhole gamma-spectroscopy log, neutron Surface to TD in new borehole
moisture, and passive neutron logs-26f g

aActual sampling depths may vary depending on the amount of backfill/overburden used in interim-stabilization activities at the
waste site, field screening results, and varying subsurface conditions.

b See Volume 1, Appendix A, Tables A2-1, A2-2, A2-4, A2-5, and A3-2 for detection limits and other analytical parameters.
'One duplicate, one split*, and one equipment blank.

d Number of samples analyzed includes nine split-spoon samples, three field quality-control samples, seven physical-property
samples and 53 grab samples.

*Optional (Volume 1, p. A2-17)

AD3 2-4
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Figure AD3 2-3.21- 42Tec
Conceptual Model andDt u mr

200-TW-1 Operable Unit 21 6-B-42 Trench B Farm on
Waste Type: Process Effluent

History Basis of Knowledge (Data Types) Characterization Summary Conceptual Contaminant DistributionMoe
o Process History (PH) 216-B-42 was investigated under DOEIRL.-2000-38. The 7h retto fti

216-B-42 Trench is a subsurface liquid waste disposal o Downhole Geophysics - Spectral (DG-S) maximum cesium-137 detected in well 299-E33-10 was 0.9 ... tf &W0 219411-42 Trench et t at
site that operated during 1955 receiving Uranium . Geologic Logs (GL) pCi/g at 4 ft bgs. This small amount of cesium-I 37 is 0_ 11
Recovery Process and tributyl phosphate solvent insufficient to explain the increase in total gamma in this well - ---------
extraction process waste from the 221-U building via usn spcrlgmalgig0hc ugssarmt
241-BY Tank Farm. It is marked and posted with gamma source or a strong beta emitter may be present in H n- o~~,
Underground Radioactive Material signs. (WIDS) the trench. . ....... Fmi~s

Site Plan View

CONSTRUCTION: (not to scale) 4S.S-O e2
so- leeaotmnto

The trench is a rectangular excavation that was 252 ft
long by 10 ft wide by 10 ft deep. (WIDS) Sm~i~ elIfrainm aou

R4dO.OhIV Le

8140W ~Maximum Cs-137 IDepth seplg
S Well ID (PcIIg) (ft bgs) Date

299-E33-10 0.9 4 2t25/2002

299-E33-286 50.000 38 22012002 R .. 0m

- Site Section View
.- .o. (not to scale) 7 s

At IA' "7 --------- oncen-----a----on
WASTE VOLUME: 1,500,000 L (400,000 gal) .

AWDS As'1
DURATION: January 1955 to February 1955 (WIDS) 1. High salt, neutral/basic, radioactive scavenged waste contann esu- 7

plutonium, uranium, strontium-90 and cobalt-60 from the UIumRcvr
ESIMTE DSCARE IVETOY DO/R-Process and tributyl phosphate solvent extraction process at21Uwsrlae

ESTIMATED RH-DCHAREDINVNTRY DOERL to this trench. The trench received a total volume of 1,5010,0L(4,00gl
20034, HO-C-67, RP-2644) 63of wastewater between January and February 1955.

Contaminant Historical 20% SIM Cesium-I 37 Concentration
Plutonium 10og -2. The wetting front and contaminants move vertically benehteen.Ltrl

Ntae2000k - 29,2kgPCVg spreading of liquids is associated mainly with the Hanfordgrvladsn
Nitrate 21,000 kg - 97,921 kgcontact and at intersections with other finely grained lensesAsteflun

Sr-90 1100 Ci 30601i 200.9 Ci 3.0,00traveled downward after discharge, contaminants may havebndpoid
Tc-99 7.3 Ci 7.3 Ci 5.70 C! Legend along the upper contact of these zones.

Cs-137 98 ci 28.3 Ci 52.66 Ci (D = Existing Borehole (data type) "00,000 3. Constituents with large distribution coefficients (e.g., cesium17 trnim9
Uranium 680 kg - 46.52 kg IV, = Groundwater Surface 3.000and plutonium) sorb to soils resulting in higher concentration ertebto

Total beta 5800 Ci -0 = Planned Deep Borehole 3..00V r TabO. 276.6 ft bg. 429Sg33-O. 02,14mm3 of the trench. Concentrations generally decrease with depth

Co-60 10 Ci 0.009 Ci 0.28 Cl bgs = Below Ground Surface V' 4. Electronic resistivity characterization conducted in 2007 (1P-49) hw
Ferrocyanlde 0.8 kg - 0 kg WIDS = Waste Information Data System database >100 (2sthe mjrt sid e). naiain sascaedwthn

%Values decayed from RHO-CD-673 to 6/30/2008 SIM = Soil Inventory Model, Rev. 1 ;-10(esrnid)

RFRNE:5. The effluent volume discharged to the trench suggests thatgrudaemyno
REFER enCelsmayreot have been directly impacted by the wetting front unless a prfrniy aha

" RPP-26744 ispresent.
" RHO-CD-673
" DOE/RL-2000-38
" DOE/RL-2003-64
" RPP-34690
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Table AD3 2-2. DataNesPirt
Summary - Model Group 6 - 21--2Tec

(200-TW-l)(RL/FH)(CPP)(EPA.(3Pgs

Background

Site Identification 216-13-35, 216-B-36, 216-B-37, 216-13-38, 216-B-39, 216-B-40, 216-B-41 and 216-B-42

Site Location B Farm Zone

Type of Site Trenches

Operating History The 216-B-35 through 216-B-42 trenches were surface stabilized, as a unit, with 2 ft. of top soil in October 1982. The area is marked with concrete AC-540 posts and UndergroundRaictv
Material signs. The surface has been planted with wheat grass. In order to provide the tank space needed to support the fuel separations operations in 200 East and West Areas,fiscyl
supemnate stored in the single shell tanks was intentionally discharged to specific retention trenches during 1953 and 1955. Specific retention disposal utilized the moisture retentocaciyf
the relatively dry soils above the regional ground water table. The volume of liquid disposed to each trench was limited to ten percent of the soil volume between the bottom of tetec n
the groundwater table.
B Plant and T Plant used the bismuth phosphate process to separate plutonium from irradiated fuel from 1944 through 1956. The first step in the process was to dissolve the metalcaigfo
the fuel rods. The next step dissolved the uranium and extracted the plutonium. The uranium waste was known as the metal waste stream. It contained the bulk of the uranium nd95an
93.6 % of the cesium-137 and strontium-90, respectively (PNNL-14120). The plutonium stream went through two additional decontamination cycles to purify it, producing the fisE ndscn
cycle waste streams. The first cycle waste stream contained approximately 2 % of the long lived fission products and <1 % of the plutonium (PNNL--14120) . The coating waste wascmindwt
the first cycle waste. The liquid waste from these processes was initially stored in the single shell tanks in tank farms. By 1948, limited space in the tank farms resulted in the deciont
discharge the second cycle waste to cribs. In 1951, the 242-B and 242-T Evaporators began to concentrate the first cycle waste to reduce the volume of waste stored in the tank farm.Bi93
the need for tank space resulted in the first cycle waste that was being stored in the single shell tanks, to be discharged via overground pipelines to specific retention trenches. Som( peii
retention trenches received the waste from the bottoms of the 242-B and 242-T Evaporator tank or tributyl phosphate waste from the Uranium Recovery Process. The trenches areascatdwt
the 221-B facility and 241 -BX Tank Farm and are confined within a 2 hectare area.

The 216-B-38 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,430,000 L first cycle supernatant waste from 221-B. The waste was hig-at
neutral/basic and had the following radionuclide content: 1.2 g total plutonium, 5800 Ci total beta, 1900 Ci strontium-90, 560 Ci ruthenium-106, 510 Ci cesium-137, < 0.06 Ci cobal-0en 2k
uranium. The trench was active in July & August 1954. The overground pipeline to the unit was removed and the site was backfilled when the specific retention capacity was reachd

The 216-B-36 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,940,000 L first cycle supernatant waste from 221-B. The waste was hig-at
neutral/basic and had the following radionuclide content: 0.8 g total plutonium, 3500 Ci total beta, 490 Ci strontium-90, 470 Ci ruthenium-106, 770 Ci cesium-137, <0.07 Ci cobalt-0an16k
uranium. Chemical constituent inventory: nitrates 160 kg, phosphates 40 kg, sulfates 8 kg, sodium (ion) 120 kg, nitrites 18 kg, fluorides 5 kg, sodium hydroxide 3.8 kg, sodium metslct 0k
and sodium meta aluminate 24 kg. The trench was active in March & April 1954.

The 216-B-42 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,500,000 L of scavenged waste from uranium recovery (tributyl phospht ovn
extraction) process in 221-U. The waste was high-salt, neutral/basic and had the following radionuclide content: 10 g total plutonium, 5800 Ci total beta, 1100 Ci strontium-90, 1500C
ruthenium-106, 96 Ci cesium-137, 10 Ci cobalt-60, and 680 kg uranium. Chemical constituent inventory: nitrates 210 kg, phosphates 11 kg, sulfates 15 kg, sodium (ion) 90 kg & ferrcaid .
kg. The trench was active in January & February 1955.

The 216-B-40 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,640,000 L of first cycle supernatant waste from 221-B. The waste was hg-at
neutral/basic and had the following radionuclide content: 1 g total plutonium, 1800 Ci total beta, 280 Ci strontium-90, 240 Ci ruthenium-106, 350 Ci cesium-137, <0.020 Ci cobalt-60 n 5k
uranium. The trench was active between April & July 1954.
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Table AD3 2-2. Data NesPirt

Summary - Model Group 6 - 216--2Tec
(200-TW-I)(RL/FH)(CPP)(EPA.(3Pgs

The 216-B-41 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,440,000 L of first cycle supernatant waste from 221-B. The waste was hig-at

neutral/ basic and had the following radionuclide content: 0.3 g total plutonium, 2100 Ci total beta, 47 Ci strontium-90, 130 Ci ruthenium-106, 890 Ci cesium-137, <0.10 Ci cobalt-60,75k

uranium, and 0.00462 Ci plutonium-240. Chemical constituent inventory: nitrates 120 kg, phosphates 27 kg, sulfates 6 kg, sodium (ion) 90 kg, nitrites 13 kg, fluorides 4 kg, sodium hdoie2

kg, sodium metasilicate 8 kg & sodium meta aluminate 18 kg. The trench was active in November 1954.

The 216-B-39 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,470,000 L of first cycle supernatant waste from 221-B. The waste was hig-at

neutral/basic and had the following calculated radionuclide contents: 1.5 g total plutonium, 110 Ci total beta, 23 Ci strontium-90, 65 Ci ruthenium-106, 450 Ci cesium-137, <0.10 Ci oat-0 .

kg uranium, and 0.00462 Ci plutonium-240. Chemical constituent inventory: nitrates 120 kg, phosphates 29 kg, sulfates 6 kg, sodium (ion) 90 kg, nitrites 14 kg, fluorides 4 kg, sodiumhdrxd

2.8 kg, sodium metasilicate 8 kg & sodium meta aluminate 18 kg. The trench was active in December 1953 and January 1954.

The 216-B-37 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 4,320,000 L of first cycle bottoms waste from the waste evaporator in 242-.Tewat

was high-salt, neutral/basic and had the following radionuclide content: 2 g total plutonium, 7000 Ci total beta, 16 Ci strontium-90, 500 Ci ruthenium-240, 3100 Ci cesium-137, 1 Cicbt-0an

3.6 kg uranium. Chemical constituent inventory: nitrates 1700 kg, phosphates 400 kg, sulfates 90 kg, sodium (ion) 1300 kg, nitrites 200 kg, fluorides 4 kg, sodium hydroxide 50 kg, sdu

metasilicate 100 kg & sodium meta aluminate 250 kg. The trench was active in August 1954.

The 216-B-35 trench is 10 ft deep by 10 ft wide and 252 ft long and received a known discharge quantity of 1,060,000 L of first cycle supernatant waste from 221-B. The waste was Ig-at

neutral/ basic and had the following radionuclide contents: 1.2 g total plutonium, 1800 Ci total beta, 240 Ci strontium-90, 230 Ci ruthenium-106, 430 Ci cesium-137, <0.30 Ci cobalt.6,ad 7k

uranium. Chemical constituent inventory: nitrates 90 kg, phosphates 20 kg, sulfates 4 kg, sodium (ion) 600 kg, nitrites 10 kg, fluorides 2.6 kg, sodium hydroxide 20 kg, sodium metaiiae55k

& sodium meta aluminate 10 kg. The trench was active in February and March 1954.

Some of the historical contaminant values presented above do not fall within the uncertainty ranges of the SIM model results (presented in the tables below). The model may need(oerfnn

to more accurately reflect the historical data. The following tables represent the mean values, for each site, as determined by the SIM model.

Soil Inventory Model - 216-B-35 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
5.996E+04 2.903E+01 1.575E+02 3.798E+02 1.427E+02 0.OOOE+00 3.788E-01 2.852E+010OOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) C03 (kg) P4(g

1 .055E+02 2.896E-01 O.OOOE+00 1 .695E+02 4.1 72E+02 1.1 36E+05 2.456E+03 2.537E+02 46E0

S04 (kg) Si (kg) F (kg) C1 (kg) CC14 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

7.511iE+03 3.344E+02 3.970E+03 1.739E+03 O.OOOE+00 0.OOOE+00 0.OOOE+O0 0.OOOE+00i52E3

Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (C0) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0()

0.OOOE+00 6.462E+00 8.569E-02 2.818E-02 3.900E+00 3.366E-01 2.818E-03 7.623E+01 .2E0

Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i 06 (Ci) Cd-i 13m (Ci) Sb-i25 (Ci) Sn-i 26 (Ci) 1-129 (Ci) C- 4(i

1.310E+00 1.153E+00 2.143E-01 1.397E-09 1.709E-01 4.916E-03 1.098E-02 1.870E-035.3E0

Cs-i37 (Ci) Ba-i 37m (Ci) Sm-i5i (Ci) Eu-i 52 (Ci) Eu-i 54 (Ci) Eu-i55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i

4.849E+02 4.578E+02 2.245E+02 1.231iE-02 8.604E-01 3.908E-01 9.280E-06 6.026E-1i 1.iE0

Pa-23i (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i

6.141iE-04 4.175E-08 3.522E-1i0 2.148E-07 1.623E-08 1.185E-02 5.222E-04 1.757E-04i2iE0

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)Am23(i

3.628E+01 4.928E-03 4.368E-03 4.277E-01 6.1 03E-02 i1.403E-01 1 .065E-06 5.509E-01i633E0
Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)

________________ 1.091E-04 1.326E-06 3.112E-05
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Table AD3 2-2. DataNesPirt
Summary - Model Group 6 - 2-B4 Trnc

(200-TW-1)(RL/FH)(CPP)(EPA.(3Pgs

216-B-36 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
1.097E+05 5.300E+01 2.884E+02 6.950E+02 2.611 E+02 O.OOOE+0O 6.934E-01 5.219E+010OOEO

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
1.931 E+02 5.300E-01 O.OOOE+O0 3.102E+02 7.637E+02 2.078E+05 4.496E+03 4.643E+02l.6E0
S04 (kg) Si (kg) F (kg) CI (kg) C014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.375E+04 6.119E+02 7.266E+03 3.183E+03 O.OOOE+OO O.OOOE+OO O.OOOE+OO O.OOOE+0O .0E0
Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0C)

O.OOOE+OO 1.183E+01 1.568E-01 5.157E-02 7.139E+00 6.158E-01 5.159E-03 1.396E+02l.6E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-106 (Ci) Cd-i 13m (Ci) Sb-125 (Ci) Sn-126 (Ci) 1-129 (Ci)Cs14(i
2.398E+00 2.109E+00 3.923E-01 2.558E-09 3.127E-01 9.002E-03 2.010E-02 3.424E-03 .5E0
Cs- 137 (C i) Ba-137m (Ci) Sm-151 (Ci) Eu-152 (Ci) Eu-154 (Ci) Eu-155 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
8.873E+02 8.381 E+02 4.11 OE+02 2.251 E-02 1.575E+00 7.152E-01 1.699E-05 1.103E-10 .4E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
1.124E-03 7.642E-08 6.445E-1O0 3.930E-07 2.968E-08 2.170E-02 9.555E-04 3.216E-042.1E0

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)Am23(i
6.637E+01 9.021 E-03 7.995E-03 7.853E-01 1.1 13E-01 2.562E-01 1.932E-06 1.008E+00115E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
1 .996E-04 2.426E-06 5.698E-05

216-B-37 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
2.444E+05 1.180E+02 6.416E+02 1.547E+03 5.816E+02 0.OOOE+OO 1.544E+00 1.162E+02O.OEO

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) C03 (kg) P4(g
4,301 E+02 1.180E+00 O.OOOE+OO 6.906E+02 1.701 E+03 4.628E+05 1.001 E+04 1.034E+033.4E0
S04 (kg) Si (kg) F (kg) Cl (kg) 014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

3.061 E+04 1.362E+03 1.618E+04 7.088E+03 O.OOOE+OO O.OOOE+OO O.OOOE+OO O.OOOE+0 625E
Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i
0.OOOE+OO 2.634E+01 3.492E-01 1.149E-01 1.589E+01 1.371 E+00 1.149E-02 3.107E+023.0E2
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-106 (Ci) Cd-1 13m (Ci) Sb-125 (Ci) Sn-126 (Ci) 1-129 (Ci)Cs34()

5.339E+00 4 .695E+00 8.734E-0 1 5.693E-09 6.965E-01 2.004E-02 4.476E-02 7.622E-03 23E0
Cs-137 (Ci) Ba-1 37m (Ci) Sm-151 (Ci) Eu-152 (Ci) Eu-1 54 (Ci) Eu-155 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
1.976E+03 1.865E+03 9.152E+02 5.016E-02 3.507E+00 1.593E+00 3.781 E-05 2.456E-10 .4E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
2.502E-03 1.702E-07 1.435E-09 8.751 E-07 6.609E-08 4.826E-02 2.129E-03 7.161 E-044.3E0

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)Am43(i
1.478E+02 2.009E-02 1.782E-02 1.746E+00 2.474E-01 5.703E-01 4.317E-06 2.244E+00252E0
Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)

__________________ 4.445E-04 5.400E-06 1 .269E-04
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Table AD3 2-2. DataNesPirt
Summary - Model Group 6 - 21--4 rec

(200-TW-1)(RL/FH)(CPP)(EP) 13Pgs

216-B-38 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
8.090E+04 3.907E+01 2.126E+02 5.121iE+02 1.924E+02 0.OOOE+00 5.111iE-01 3.847E+01 .OE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
1.423E+02 3.907E-01 0.OOOE+0O 2.286E+02 5.628E+02 1.532E+05 3.314E+03 3.423E+02i.8E4
S04 (kg) Si (kg) F (kg) CI (kg) 0014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.01i3E+04 4.51 OE+02 5.355E+03 2.346E+03 0.OOOE+00 0.OOOE+00 0.OOOE+00 0.OOOE+002.6E3
Fe(CN)6 (kg) H-3 (Ci) 0-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y90(i
0.OOOE+00 8.719E+00 1.156E-01 3.803E-02 5.260E+00 4.542E-01 3.802E-03 1.028E+02i.2E2
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i06 (Ci) Cd-1 13m (Ci) Sb-i 25 (Ci) Sn-126 (Ci) 1-129 (Ci) C- 4(i
1.768E+00 1.555E+00 2.8 91E-0i 1i.885E-09 2.305E-01 6.633E-03 1.482E-02 2.523E-037.3E6
Cs-i 37 (Ci) Ba-137m (Ci) Sm-i5i (Ci) Eu-i 52 (Ci) Eu-i54 (Ci) Eu-i 55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
6.541iE+02 6.178E+02 3.030E+02 1.660E-02 1. 161E+00 5.273E-01 1.252E-05 8.132E-1i 1.9E0
Pa-23i (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
8.287E-04 5.634E-08 4.751 E-1i0 2.898E-07 2.187E-08 1.599E-02 7.040E-04 2.370E-04i.3E2

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)Am43C)
4.896E+01O 6.650E-03 5.909E-03 5.789E-01 8.191 E-02 1.889E-01 1.435E-06 7.433E-01854E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
1 .471 E-04 1 .788E-06 4.200E-05

216-B-39 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
8.712E+04 4.201 E+O 1 2.288E+02 5.516E+02 2.073E+02 0.OOOE+0O 5.504E-01 4.143E+010OOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
1 .533E+02 4.207E-01 0.OOOE+00 2.462E+02 6.063E+02 1 .650E+05 3.569E+03 3,686E+'02 1.8E0
S04 (kg) Si (kg) F (kg) CI (kg) 0014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.091 E+04 4.858E+02 5.767E+03 2.527E+03 0.OOOE+00 0.OOOE+00 0.OOOE+00 0.OOOE+002.0E3
Fe(CN)6 (kg) H-3 (Ci) 0-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i

O.OOOE+00 9.387E+00 1.245E-01 4.095E-02 5.665E+00 4.890E-01 4.095E-03 1.108E+02 .8E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i 06 (Ci) Cd-ii13m (Ci) Sb-i25 (Ci) Sn-i 26 (Ci) 1-129 (Ci) C- 4(i
1.903E+00 1.675E+00 3.114E-01 2.031iE-09 2.482E-01 7.145E-03 1.595E-02 2.717E-0383iE6
Cs-1 37 (Ci) Ba-1 37m (Ci) Sm-i51 (Ci) Eu-i52 (Ci) Eu-154 (Ci) Eu-i55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
7.044E+02 6.652E+02 3.263E+02 1 .788E-02 1 .250E+00 5.678E-01 1 .348E--5 8.755E-1 14.4E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
8.921 E-04 6.067E-08 5.116E-10 3.120E-07 2.357E-08 1.722E-02 7.584E-04 2.552E-04i.5E2

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)A-43(i
5.271 E+01 7.160E-03 6.322E-03 6.224E-01 8.822E-02 2.045E-01 .542E-06 8.003E-Q19.8E5

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
________________ 1.584E-04 1.926E-06 4.521 E-05
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Table AD3 2-2. DataNesPirt
Summary - Model Group 6-2 - -Tec

(200-TW-1)(RL/FH)(CPP)(EPA.(3Pgs

216-B-40 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
9.277E+04 4.484E+01 2.438E+02 5.874E+02 2.208E+02 0.OOOE+00 5.859E-01 4.412E+01OOOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) C03 (kg) P4(g
1.633E+02 4.480E-01 0.OOOE+00 2.621iE+02 6.454E+02 1.757E+05 3.800E+03 3.926E+02ii5E0
S04 (kg) Si (kg) F (kg) Cl (kg) 0014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.162E+04 5.173E+02 6.142E+03 2.691 E+03 0.OOOE+00 0.OOOE+00 0.OOOE+00 O.OOOE+00 .6E0
Fe(CN)6 (kg) H-3 (Ci) C-i4 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0()

0.OOOE+0O 9.996E+00 1.326E-01 4.360E-02 6.033E+00 5.206E-01 4.362E-03 1.180E+02i.7E2
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i 06 (Ci) Cd-ii13m (Ci) Sb-i25 (Ci) Sn-i26 (Ci) 1-129 (Ci) C- 4(i

2.027E+00 1.783E+00 3.316E-01 2.164E-09 2.644E-01 7.603E-03 1.699E-02 2.894E-038.7E6
Cs-i 37 (Ci) Ba-i 37m (Ci) Sm-i5i (Ci) Eu-i52 (Ci) Eu-i 54 (Ci) Eu-i55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
7.501 E+02 7.084E+02 3.474E+02 1.905E-02 1.331 E+0-0 6.047E-01 1.436E-05 9.322E-1i 1.4E0
Pa-23i (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
9.501iE-04 6.461 E-08 5.449E-10 3.322E-07 2.51 OE-08 1.833E-02 8.081iE-04 2.718E-04 .7E2

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)Am43(i
5.615E+01O 7.625E-03 6.762E-03 6.632E-01 9.372E-02 2.178E-01 1.636E-06 8.520E-01980E0
Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
1.688E-04 2.050E-06 4.811 E-05

216-B-41 Trench (RPP-26744)

N a (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
8.146E+04 3.919E+01 2.139E+i02 5.157E+02 1.940E+02 0.OOOE+00 5.147E-01 3.874E+010OOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) C03 (kg) P4(g
1.434E+02 3.934E-01 O.OOOE+00 2.302E+02 5.668E+02 1.543E+05 3.337E+03 3.447E+02 .iE4
S04 (kg) Si (kg) F (kg) CI (kg) 0014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.020E+04 4.542E+02 5.393E+03 2.362E+03 0.OOOE+00 O.OOOE+00 0.OOOE+00 0.OOOE+002.5E0
Fe(CN)6 (kg) H-3 (Ci) 0-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i

0.OOOE+O0 8.781iE+00 1.164E-01 3.829E-02 5.299E+00 4.571 E-0 1 3.828E-03 1.036E+02i.3E2
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i06 (Ci) Cd-ii13m (Ci) Sb-i25 (Ci) Sn-i26 (Ci) 1-129 (Ci) C- 4(i
1.780E+00 1.566E+00 2.912E-01 1.897E-09 2.321iE-01 6.682E-03 1.492E-02 2.541 E-037.9E0
Cs-i 37 (Ci) Ba-i37m (Ci) Sm-i5i (Ci) Eu-i 52 (Ci) Eu-i54 (Ci) Eu-i55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
6.586E+02 6.220E+02 3.051iE+02 1.672E-02 1.169E+00 5.308E-01 1.261 E-05 8.187E-1i 1.2E0
Pa-23i (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
8.341 E-04 5.672E-08 4.784E-10 2.918E-07 2.204E-08 1.609E-02 7.095E-04 2.386E-04i.4E0
U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)Am43(i
4.928E+01 6.697E-03 5.908E-03 5.818E-01 8.230E-02 i.905E-Oi 1.453E-06 7.483E-0i160E0

,F Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
__________________1.i482E-04 1 .802E-06 4.229E-05
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216-B-42 Trench (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
1.338E+05 0.OOOE+OO 1.570E+02 2.580E+02 5.789E+01 0.OOOE+OO 4.777E-01 O.OOOE+OOOOOEO

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) C03 (kg) P4(g
1.577E+02 4.496E-03 O.OOOE+OO 2.213E+02 9.853E+02 2.979E+05 1.421 E+02 3.314E+021.0E4
304 (kg) Si (kg) F (kg) C1 (kg) CC14 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.764E+04 4.359E+02 6.075E+03 4.108E+03 O.OOOE+OO O.OOOE+OO 0.OOOE+00 0.OOOE+OO170E0
Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i

O.OOOE+OO 9.348E+00 3.624E-01 6.132E-03 5.358E-01 2.819E-01 1.636E-02 2.009E+022.1E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-106 (Ci) Cd-1 13m (Ci) Sb-125 (Ci) Sn-126 (Ci) 1-129 (Ci) C- 4(i
4.395E-03 3.884E-03 5.697E+00 4.840E-12 4.910E-01 1.461 E-02 6.173E-02 7.309E-034.7-0
Cs-1 37 (Ci) Ba-137m (Ci) Sm-151 (Ci) Eu-152 (Ci) Eu-154 (Ci) Eu-155 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
5.266E+01 4.971E+01 6.063E+02 2.216E-02 1.682E+00 9.858E-01 7.806E-05 3.650E-10 .8E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
3.252E-06 1.742E-08 1.475E-1O0 1.900E-07 1.548E-08 1.524E-02 6.796E-04 1.742E-04 .5E0
U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)Am43(i
4.652E+01 4.521 E-02 8.517E-03 1.194E+00 1.286E-01 2.509E-01 1.758E-06 2.498E+00352E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
6.074E-04 7.177E-06 1 .692E-04

Vicinity Waste Sites 216-B-35, 216-B-36, 216-B-37, 216-B-38, 216-B-39, 216-B-40, and 216-B-41

Current Status 216-B-38: representative site; investigated under 200-TW-1/2 Work Plan (DOE! RL-2000-38) with 1 deep borehole and 5 direct pushes; reported in 200-TW-1/2 Remedial Investigato R)Rpr
(DOE/RL-2002-42); evaluated in 200-TW-1/2/200-PW-5 Feasibility Study (FS) (DOE/RL-2003-64); capping identified as preferred alternative in FS.

216-B-42: analogous to 216-B-46; reported in 200-TW1/2 RI Report (DOE/RL-2002-42); evaluated in 200-TWT/2 and 200-PW-5 FS (DOE/RL-2003-64); capping identified as preferre lentv
in FS.

Potential Remedial Alternatives (as investigated in the 200-TW-1/2 and 200-PW-5 FS [DOEIRL-2003-641)

X for viable alternatives No Action MESC/MNA/IC Removal/Disposal Barrier Partial Removal/ In Situ TreatmentOte
Barrier

x x x x
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Data Evaluation and Gaps Analysis

Data Knowns Data Uncertainties Are supplemental data required to support decision making?

1 Deep Borehole at 216-B- Borehole C3104: Located within the eastern end of the 216-B-38 Trench; 216-B-37 received 216-B-35 through 216-B-41:
38: C3104 (259.6 ft) twelve soil samples were collected from the trench surface to a depth of approximately three times
(Spectral, 2001) 80.9 m (265.5 ft) ; samples were analyzed for radionuclides, inorganics higher effluent volume No - existing data provide information for the nature of contaminationanthltel

(metals), general chemistry anions, and herbicides. than 216B-38 or any other extent in the shallow zone; ERC reported contamination to depths about 7 tbs u
The following 19.constituents exceeded the initial screening in the soil trench in this group. suggested groundwater would not be immediately impacted by this contmnto oe
column beneath the 216-B-38 Trench: Pipelines in the area may Information and lessons learned from activities being planned for the BCrb n

*americium-241 0 uranium-233/234 haecnrbtdTrenches area will be useful to the evaluation of remedial actions for this eiso at
*cesium-137 0 uranium-238 adtolsureof sites.

pltnu-23 * fluoie water to the trenches. 216-B-42:plutnium238 fluride216-B-42 received*plutonium-239/ 240 0 nitrate scavenged waste from the Yes - a deep borehole at this site would reduce the uncertainty associatedwt
p totium-90 0 phospte uranium recovery differences in waste streams between 216-B-42 and 216-B-38; depth of borhl(a

Stchntium-99 psufate process, which represents determined by geophysical resistivity characterization results; the source ~ nteaetecnetum-9 0sulatea different waste stream will also use this data.
*tritium 0 sodium than that received by 216-

tota uraiumB-35 through 216-B-41 (1stRadiological contaminants were detected between 1.1 and 61 m (3.5 and cycle supernatant). The
200 ft) bgs. Cesium-137 was detected at low levels from 1.1 to 3.8 m (3.5 299-E33-10 borehole is
to 12.5 ft) bgs with a maximum activity of 1.82 pCi/ g. approximately 180 ft west

The major zone of radiological contamination extends from 4.4 to 12 m wf hc is-B4 n Treenouh,
(14.5 to 40 ft) bgs. The maximum concentrations of cesium-137 (226,000 toic adequatls rpeentug
pCi/g), plutonium-238 (7.85 pCi/g), plutonium-239/240 (159 pCi/g), the contamination
potassium-40 (273 pCi/g), strontium-90 (2,050 pCi/g), and uranium (32.5 problem at this trench.
4~g/ g) were detected in this zone. From 12 to 61 m (40 to 200 ft) bgs,
radionuclide concentrations were less than 2.0 pCi/g, with the exception
of tritium. Tritium was detected at a maximum concentration of 28.7
pCi/g at a depth of 16.6 mn (54.5 ft) and decreased to less than 1 pCi/g at
the groundwater/ vadose zone interface.
Sodium, the only metal that exceeded the initial screening, was detected
from 4.4 to 6.3 m (14.5 to 20.5 ft) bgs (i.e., the bottom of the trench) at a

Geophysical logging with maximum concentration of 848 mg/kg.
spectral gamma and
neutron moisture Ammonia, fluoride, nitrate, nitrite, phosphate, and sulfate exceeded the
instruments at initial screening at the trench. Nitrate and nitrite were distributed deep
representative site 216-B- in the vadose zone to a maximum depth of 61 m (200 ft) bgs.
38: Ammonium, fluoride, and phosphate were not detected deeper than 16.6

m (54.5 ft) bgs. Maximum concentrations were 65.2 mg/kg for ammonia
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(as ammonia), 33.4 mg/kg for fluoride, 3,180 mg/kg for nitrate (as
nitrate), 41.2 mg/kg for nitrite (as nitrite), and 149 mg/kg for phosphate.
Sulfate was detected throughout the borehole with a maximum
concentration of 248 mg/kg in the 2.9 to 3.7 m (9.5 to 12 ft) sample.

C3340 (60 ft) (Spectral, Cesium-137 and cobalt-60 were the only man-made radionuclide
2001) detected in all five drive casings (C3340 - C3344). In drive casing C3340,

cesium-137 was detected from 15 to 32 ft (4.6 to 9.8 m) bgs with the
maximum of 180,000 pCi/g occurring at 23.5 ft (7.2 m) bgs.

In drive casing C341I the highest concentrations of cesium-137 occurred
C3341 (60 ft) (Spectral, between 12.5 and 28 ft (3.8 and 8.5 m) bgs with a maximum concentration
2001) of 56,186 pCi/g at 17 ft (5.2 m) bgs. A second interval of cesium-137

contamination was encountered from 29.5 to 33 ft (9.0 to 10.0 m) bgs with
a maximum concentration of 6,356 pCi/ g at 31.5 ft (9.6 in). Minor
cesium-137 contamination was noted from 4 to 5.5 ft (1.2 to 1.7 m) with a
maximum concentration of 2.57 pCi/ g. Cobalt-60 was detected from 33
to 57 ft (10.0 to 17.4 m) with a maximum concentration of 0.16 pCi/g at 53
ft (16 in). The moisture content increased slightly between 15 and 35 ft
(4.6 and 10.7 m) bgs. This corresponds to the area of high cesium-137,
but also may be a result of interference from the high gamma radiation.

In drve caing , the highest concentrations of cesium-17ocre
C3342 (59.5 ft) (Spectral, between 13 and 33.5 ft (4.0 and 10.2 m) with a maximum concentration of
2001) 195,000 pCi/ g at 16.5 ft (5.0 m) bgs. From 17.5 to 28.5 ft (5.3 to 8.7 m) bgs,

the concentrations decreased to the 20,000 to 100,000 pCi/g range. From
33.5 ft (10.2 m) to the total depth of 59.5 ft (18.1 in), the concentrations
decreased from over 2,000 pCi/g to about 15 pCi/g. Cobalt-60 was
detected from 34 to 42 ft (10.4 to 12.8 m) bgs with a maximum
concentration of 0.29 pCi/g. The moisture content increased slightly in
the zone of high cesium-137.

In C343 only minor cesium-137 concentrations were detected from 4.5
C3343 (60 ft) (Spectral, to 5.5 ft (1.4 to 1.7 m) bgs with a maximum of 1.2 pCi/g. Moisture
2001) increased slightly from 22 to 29 ft (6.7 to 8.8 m) bgs and below 35 ft (10.7

m) bgs. These increases correspond to an increase in concentration of
naturally occurring radionuclides and may indicate a stratigraphic
change to a zone with a higher percentage of finer grained particles.

C334 (6 ft (Sectal, In C34 only minor cesium-137 concentrations were detected from 4.5
C344(00t)(petrl to 5.0 ft (1.4 to 1.5 m) bgs; with a maximum of 0.8 pCi/g. Moisture

2001) ~~~~increased slightly from 38 to 39 ft (11.6 to 11.9 m) bgs. This increase ____________ _______________________________________
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corresponds to an increase in concentration of naturally occurring
radionuclides and may indicate a stratigraphic change to a zone with a
higher percentage of finer grained particles.

299-E33-289: located 5 m (16 ft) south of the midpoint of the 216-B-38
299-E33-289 (50 ft) Trench. Except for the upper 3 ft of the borehole, cesium-137 was
(Spectral, 2002); detected throughout the length of this borehole. A zone of cesium-137
(Moisture, 1999) contamination was detected near the ground surface (log depth 5.0

through 8.5 ft) with a maximum concentration of about 40 pCi/g. A
second zone between 18 and 31 ft had a maximum cesium-137
concentration of about 70,000 pCi! g. Concentrations at the bottom of the
borehole exceeded 200 pCi/g, suggesting the borehole did not penetrate
all of the contamination. Moisture measurements collected in 1999
indicate the high contamination zone is generally higher in moisture than
the remainder of the vadose zone measured in this borehole. Above the
zone of cesium-137, apparent potassium-40 activities are about 12 pCi/ g.
The increase in potassium-40 activity to about 18 pCi/g at 34 ft may
represent the transition from the coarser-grained sediments of the gravel-
dominated Hanford formation to the finer-grained sediments of the
sand-dominated Harnford formation.

299-E33-290 (50 ft) 299-E33-290: located 4 m (13 ft) north of the midpoint of the 216-B-38
(Spectral, 2001) Trench. Man-made radionuclides cesium-137 and cobalt-60 were

detected in this borehole. A zone of cesium-137 contamination was
detected near the ground surface (log depth 1.5 through 9.5 ft) with
activities ranging from 0.2 to 17.5 pCi/g. Cobalt-60 was detected with an
activity of about 0.2 pCi/g at 44.0 and 44.5 ft near the detection limit (0.16
pCi/g) of the Spectral Gamma Logging System (SGLS). A second zone of
contamination between about 22 ft and the total depth of the borehole
required High Resolution Logging System (HRLS) measurements where
the SGLS dead time exceeded 40 percent. The maximum concentration of
cesium-137 measured with the HRLS was about 70,000 pCi/g at 28 ft.
Cesium-137 concentrations at the bottom of the borehole remained in
excess of 6,000 pCi/g, suggesting the borehole did not penetrate all of the
contamination.

Comparison of existing logs from 1992 through 2002 shows good
agreement and indicates no changes in the cesium-137 profile since 1992.
In 1992, cobalt-60 was detected over the interval of 35 to 45 ft at less than
0.5 pCi/g; whereas cobalt-60 was detected at 0.2 pCi/g in 2001.
Moisture measurements collected in 1999 indicate relatively higher

__________________mostue ontntintheseimetsatohetopofthezoesoftiger sediments________at___the____top____of___the____zones_____of___higher____
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gamma flux. Above the zone of intense gamma-ray activity (24 to 36 ft),
apparent potassium-40 activities are about 12 pCi/g. The increase in
potassium-40 activity to about 18 pCi/g at 36 ft may represent the
transition from the coarse-grained sediments of the gravel-dominated
Hanford formation to the finer-grained sediments of the sand-dominated
Hanford formation.

Geophysical logging at 299-E33-288: located 3 mn (10 ft) north of the midpoint of the 216-B-37
216-B-37: 299-E33-288 Trench. The man-made radionuclide detected in this borehole is cesium-
(52.41 ft) (Spectral, 2001) 137. Cesium-137 was detected almost continuously from near the ground

surface to the total depth of the borehole. The maximum concentrations
approach 105 pCi/g between about 28 and 36 ft. The concentration at
total depth is about 10,000 pCi/g, suggesting the borehole was not deep
enough to penetrate the entire contamination zone. The Radionuclide
Logging System (RLS) cesium-137 concentration data compare favorably
with the SGLS and HRLS concentrations. The cesium-137 contaminant
profile does not appear to have changed significantly since 1999. The
moisture data were collected in 1999. The two high moisture zones at
about 6 ft and between 20 and 28 ft appear to occur at depth intervals just
above the high cesium-137 concentration zone at 9.5 ft and in the top 8 ft
of a high cesium-137 concentration zone that extends from about 20 ft to
the total depth of the borehole. The logs of naturally occurring
potassium, uranium, and thorium (KUT) do not delineate any definitive
lithologic units. Changes in the potassium-40 concentrations from near 10
pCi/g at 20 ft to 17 pCi/g at about 42 ft suggest a lithologic change
occurs in this interval. This change is likely the transition from the
coarser-grained sediments of the gravel-dominated Hanford formation to
the finer-grained sediments of the sand-domidnated Hanford formation.

Cesium-137 contamination extends more than 38 m (125 ft) from the east
end of the ditch (i.e., half of the ditch) and 6.1 to 7.6 mn (20 to 25 ft) on
either side of the ditch. The conceptual contaminant distribution model
in the Work Plan did not indicate the head end of the ditch, because the
historical information was not sufficient to determine the discharge point
in the trench. The geophysical logging conducted during the RI clarified
the head end and provided information on the distribution of
contamination along the length of the trench.

299-E33-287: located 8 m (25 ft) south of the 216-B-37 Trench. Cesium-
299-E33-287 (52.71 ft) 137 was detected in this borehole -between about 4 and 9 feet in depth
(Spectral, 2001); and between about 26 ft and the total depth. The maximum cesium-137
(Moisture, 1999) concentrations exist between about 37 and 40 ft at about 105 pCi/ g. The ___________
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RLS cesium-137 concentration data compare favorably with the SGLS
and I-RLS data. The contaminant profile does not appear to have
changed significantly since 1999. The moisture data were collected in
1999. Relatively high moisture exists at about 6 ft and coincides with the
high cesium-137 concentration zone between 4 and 9 ft. A second high
moisture zone exists between 18 and 25 ft and occurs just above the zone
of high gamma flux that exists between 26 ft and total depth of the
borehole. The KUT logs do not delineate any definitive lithologic units.
Changes in the potassium-40 concentrations from near 10 pCi/g at 25 ft
to 17 pCi/g at about 52 ft suggest a lithologic change occurs in this
interval; this change could be at 26 ft where the potassium-40
concentrations appear to be increasing. This change is likely the
transition from the coarser-grained sediments of the gravel-dominated
Hanford formation unit to the finer-grained sediments of the sand-
dominated Hanford formation.

Geophysical logging at 299-E33-08: located approximately 16 m (52 ft) north of the east end of
216-B-41: 299-E33-08 (257 the 216-B-41 Trench. Cesium-137, cobalt-60, and antimony-125 were
ft) (Spectral, 2002); detected in this borehole using spectral gamma logging in 2002. A zone
(Moisture, 1999); of cesium-137 contamination was detected near the ground surface (log

depths 4.0 and 4.5 ft) with activities ranging from 0.7 to 1.25 pCi/g.
Between 30 and 43 ft, cesium-137 was detected at activities ranging from

Scintillation logs for 216- 0.3 to 7.3 pCi/g. Cesium-137 was detected at activities ranging from 0.3
B-41 were collected in to 3.5 pCi/g in the interval from 227.5 to 250.5 ft. In addition, cesium-137
1959 and 1976 contamination was detected near the method detection limit (MDL)

(about 0.3 pCi/g) at log depths 9.0, 56.0, and 163.5 ft. Cobalt-60 was
detected at activities ranging from 0.1 to 0.3 pCi/g in the interval from
251.5 to 258.5 ft and below the 2002 groundwater depth (252.7 ft).
Between 31 and 61.5 ft, cobalt-60 was detected at activities ranging from
0.1 to 0.6 pCi/g. Antimony-125 was detected in the zone between 32 and
34 ft at activities ranging from near the MDL (1 pCi/ g) to 2.5 pCi/ g. A
moisture spike at 34 ft corresponds with an increase in thorium-232,
which is likely indicative of the transition from the coarser-grained
sediments of the gravel-dominated Hanford formation to the finer-
grained sediments of the sand-dominated Hanford formation. Gross
gamma profiles indicate that significant amounts of gamma-emitting
contamination were present below 200 ft as early as May 1959 (ARH-ST-
156). Scintillation logs show elevated gamma activity from about 7 to 20
m (23 to 65 ft) in 1959 and in 1976 (ARI--ST-156). Decay between 1959
and 1976 reduced concentrations of shorter-lived gamma emitting
radionuclides, leaving a maximum concentration in 1976 of about 3 x 105
counts per minute.
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299-E33-10: located 200 ft west of the 216-B-42 Trench. Cesium-137 was
Geophysical logging at detected near the ground surface (log depth 4.0 ft) with an activity of 0.9
216-B-42: 299-E33-10 (290 pCi/g. It was detected at 24 and 25 ft at a concentration of 0.6 pCi/g.
ft) (Spectral, 2002) This small amount of cesium-137 is insufficient to explain the increase in

total gamma in this interval, which suggests a remote gamma source or a
strong beta emitter. Also cesium-137 contamination was detected near
the MDL (about 3.0 pCi/g) at log depths 267 and 268 ft. Cobalt-60 was
detected at activities ranging from 0.1 to 0.2 pCi/g in the interval from
277 to 281 ft and below the 2002 groundwater depth (275.5 ft.)

299-E33-21: located at the eastern end of the 216-B-36 Trench. Cesium-
Geophyscial logging at 137 was detected almost continuously throughout this borehole. Cesium-
216-B-36: 299-E33-21 (284 137 activities exceeded 1000 pCi/g in the intervals between 12.5 and 44.0
ft) (Spectral, 2002) ft. The maximum cesium-137 measured was about 48,000 pCi! g at 14.5

ft. Recognizable changes in the KUT logs occurred in this borehole.
Gross gamma profiles indicate that significant amounts of gamma-

Scintillation logs for 216- emitting contamination were present below 250 ft as early as May 1959
B-36 were dated 1959, (ARH-ST-156). The gamma contamination appears to start at about 80 m
1963, 1970 and 1976 (262 ft) in 1959 versus about 83 mn (273 ft) in the 1963, 1970, and 1976 log

runs. Because cobalt-60 contamination is essentially only detected below
groundwater in this borehole, it is speculated that the cobalt-60 and
associated cesium-137 detected at depth may have been transported in
the groundwater to this location.

Geopysicl lggin at 299-E33-286: located 4 m (13 ft) south of the 216-B-35 Trench. Cesium-
Geophysica logging28 at3 137 was detected between about 4 and 10 ft in depth and between 26 ft

ft)6(Sectral 29-3286(5 and the total depth of the borehole. The maximum measured cesium-137

f(Sptrl, 202); concentration was about 50,000 pCi/g between about 37 and 40 ft. The
(Mosiure, 999)moisture data were collected in 1999. Relatively high moisture exists

between 23 and 26 ft and occurs just above the zone of high gamma flux
that exists between 26 ft and total depth of the borehole.

References:

0 WIDS, Waste Information Data System database

* ARI--ST-156, Evaluation of Scintillation Probe Profiles from 200 Area Crib Monitoring Wells

a BHI-01607, Borehole Summary Report for the 216-B -3 8 Trench & the 216-B-7A Crib, 200-TW-2 Tank Waste Group OU;

0 DOE/RL-2002-42, Remedial Investigation Report for the 200-TW/-1 and 200-TW/x-2 Operable Units (Includes the 200-P W-5 OU)
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" WHC-MR-0227, Tank Wastes Discharged Directly to the Soil at the Hanford Site

- " DOE/RL-2003-64, Feasibility Study for the 200-TW-1 Scavenged Waste Group & the 200-TW-2 Tank Waste Group & the 200-P W-5 Fission-Product Rich Waste Group CU

" GJO-2002-322-TAR, Hanford 200 Areas Spectral Gamma Baseline Characterization Project 216-B-35 to -42 Trenches Waste Site Summary Report

" DOE/RL-2004-10, Proposed Plan for the 200-TW-1 Scavenged Waste Group & the 200-TW-2 Tank Waste Group & the 200-P W-5 Fission-Product Rich Waste Group CU

" DOE/ RL-2000-38, 200-TW-1 Scavenged Waste Group Operable Unit and 200-TW-2 Tank Waste Group Operable Unit RI/S Work Plan.

" PNNL-14120, Laboratory-Scale Bismuth Phosphate Extraction Process Simulation to Track Fate of Fission Products

" RPP-26744, Hanford Soil Inventory Model, Rev. 1
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AD3-3.O 216-S-13 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN

The characterization planned for the 216-S-13 Crib includes drilling a deep borehole to
groundwater, approximately 221 ft, and geophysical logging of this same borehole. The
drilling and logging efforts are planned to reduce the uncertainty associated with
differences in chromium data between the current SIM model and historical estimates and
to address analogous relationships with other sites. The 216-S-13 Crib received liquid
waste from the 203-S Decontamination Metal Storage Facility, 204-S Uranium Nitrate
Hexahydrate Lag Storage Facility, and 276-S Organic-Solvent Make-up Facility; the
waste site was recently transferred from the 200-P W-3 OU to the 200-P W-5 OU so no
analogous relationship has been established.

Split-spoon samples will be collected at the bottom of the crib and at changes in lithology
as indicated in Figure AD3 3-2; the samples will be analyzed for analytes presented in
Volume 1, Table A2-3, the 200-TW-1 and 200-PW-3 columns. This waste site was
recently transferred to the 200-P W-5 OU from 200-P W-3 when it was concluded that
waste was more representative of the 200-PW-5 OU during the development of the 200-
PW-1/3/6 feasibility study (FS) and proposed plan (PP). Analysis of contaminants in
both columns will address all COPC for this site. Documentation for groundwater
samples, if requested by an operable unit manager, will be provided by the requesting
party. The sample analysis will provide information for decision-making on
representative/analogous relationships and due to similar hexone contamination, support
decision-making for the hexone release at 2 16-S-14 Crib. The grab samples to be
analyzed will be determined by the field geologist and technical lead, utilizing
characterization data; such as geophysical logs, lithology (driller's logs), and split-spoon
sample analyses.

The 299-W22-2 1 well, which monitors this waste site, is too far removed from the
contaminant source to accurately describe the contamination distribution below the crib.
The location of the planned deep borehole, at the center of the crib, was determined from
construction drawings to address the zone of highest contamination. ERC data is to be
included in a report issued by Pacific Northwest National Laboratory, expected March
2008, following their QA/QC procedures.

AD3 3-1
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The following figures and tables provide the site-specific field-sampling plan for the 216-
S-13 Crib.

Figure AD3 3-1. 216-S- 13 Crib Data-Collection Locations

216-S-13
Waste inlet piping

Q200-W-2

299-W22-2 1

LEGEND
4Planned Borehole

+Existing Borehole
0 -I---I3 m --- Waste Distribution Piping

AD3 3-2



DOE/RL-2007-02-VOL 11-ADD 3 REV 0

Figure AD3 3-2. 216-S-13 Crib Stratigraphy and Sample-Collection Intervals.

Depth Soil Sample
Intervals Lithology 216..S-13

omn Oft

Sand & Gravel 'JlBackfill

Gravel 33.5'
25t 29-31' Sand 00 * OoO

333Sift & Sand -~~

15 50ft Grvl0. Gravel

Sand & Gravel ~
0 M, anford

75ft 77-7' *. formation

30 1 ooft 98-100'

Slit & Sand ~Brhl
Borhol Legend

125ft Sand

45 1soft Silt & Gravel

158-160' Cold Creek ~ Gae
Callche Unit GrUnit

175ft 172-174' Ii 4.ZC
Sand & Sift

60 200ft -- Ringold ilt & Gravel

Silt, Sand & Gravel -

25t 217-219' Slt&Sn 69)Sand & Gravel

sltTD 225fIt SiltSand
Spoon Source: MA & Gravel

75 250ft Samples 299-W22-21 Well
Also, grab samples . aliche
at 2.5' Intervals

V Groundwater
275ft

TD Total Depth

NOTE: Depths are
90 300ft approximate

and are for Illustration
purposes only.

325ft

AD3 3-3
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Table AD3 3-1. 216-S-i13 Crib Sampling Plan.

splitspoon near arximatel Voum , c hange a m Pconductae,
Sngabpl cent e fe21 th 29- 3pl ftegsva ble A2- b ogyr bukdni,

samplesto Lcri n 33ei Det 35ft bgs th 2l-PW- I f Smepaled moistr
77-oolg 79f g n 0-Wl Interval atcesz

borehole98 100h foeoe gonwtr sml t bgpts: columnsto (aeas dstrcibion

and gra cente of 22 ft158 - 316 ft bgs inclue cAide slit-olono ukdniy

172-l174 ftbgs and total sample
217 - 219ft bgs uranium). intervals

after 32

Also, grab Grab samples bgs).

samples at 2.5 ft will be analyzed As indicated

intervals for in Figure

throughout contaminants AD3 3-2.
borehole within the pore

volume.
Number of split-spoon7
samples _______

Approximate number of
field quality-control 3
samples

Approximate number of6
physical-property samples6

Approximate number of 89
grab samples

Approximate total number 105
of soil samples collected

Approximate total number
of soil samples analyzed d 59

Electrical resistivity characterization Not defined

[Downole gamma-spectroscopy log, neutron Surface to TD in new borehole
istre and passive neutron logs-21f g

Acua sampling depths may vary depending on the amount of backfillloverburden used in interim-stabilization activities at
bthe waste site, field screening results, and varying subsurface conditions.

bSee Volume 1, Appendix A, Tables A2- 1, A2-2, A2-4, A2-5, and A3-2 for detection limits and other analytical parameters.
One duplicate, one split*, and one equipment blank. Field blanks also will be collected for volatile organic analysis, but are
not included here.

d Number of samples analyzed includes seven split-spoon samples, three field quality-control samples, six physical-property
samples and 43 grab samples.

*Optional (Volume I, p. A2-17)

AD3 3-4
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Figure AD3 3-.21 S-3Ci
Conceptual Model andDtSu mr

200-PW-5 Operable Unit 216-S- 13 Crib REDOX Zn
Waste Type: Process Effluent

Histor Basis of Knowledge (Data Types) Characterization Summary Conceptual Contaminant Distribution oe
.Process History (PH) 216-S-i 3 was recently moved to the PW-5 OU; therefore, no Theo1n1io fti

216-S-I 3 Crib is a subsurface liquid waste disposal . Downhole Geophysics - Scintillation (DG-SC) analogous/representative relationship has been established. 2141 Crib Crifo0ett ihi
site that operated from 1952 to 1971 receiving process . Downhole Geophysics - Radionuclide Logging System Maximum Cs-137 detected was 1 pCi/g at 7 feet as noted in * eWes4o at

waste from the 203-S Decontaminated Metal Storage (DG-R) the RLS log for 299-W22-21. Maximum U-238 detected was Lgn
Facility, the 204-S Uranium Nitrate Hexahydrate Lag 30 pc/gat26 ee.
Storage Facility and the 276-S Organic-Solvent Make- 300 pw/ at3suss 206a::gss feeu N edr.&
up Facility. It also received sump waste from the "ISasagC

204-S Facility. (WIDS) Site Plan View Nt
CONSTRUCTION: (not to scale) ........ --------

A square wooden crib, with open bottom enclosed on ____________ cZnamnaio
four sides with sheathing. The 12 ft by 12 ft by 9 ft jfi

deep crib box has a riser vent, and one inlet pipe near so

the top of the box. The base on which the box sits is -F_

40 ft by 40 ft by 33.5 ft deep. (WIDS)4. a e

AL A'
aogOo w.. 44 Summarized Well Information20SMaiDmurn Cs-137 Depth

Well ID (pet/9) (ft bgs) DateR--- ----- ---------I ~ ..j~_____________________299-W22-21 1 7 11992 SWam,*

2"-W22-21

J*(DO41CIDG-R) Site Section View

.44 1. Low salt, neutral/basic, radioactive liui waoncentration

bexone, sodium dichromate and tritium from the 203-S deonaitemtl
WASTE VOLUME: 5,000,000 L (1,320,000 gal) *storage facility, 204-S uranium nitrate hexahydrate lag storgfaity27-
(WIDS) A 'organic-solvent make-up facility and sump waste from 204-, eedshreA t to the crib. The crib received a total volume of 5,000,000 L(,2,0 a)o

DURATION: January 1952 to July 1972 (WIDS) Cesium-I 37 Concentration wastewater between January' 1952 and July 1972.

pclfg 2. The wetting front and contaminants moved vertically beneahtecib aea
ESTIMATED DISCHARGED INVENTORY (RHO-CD- spreading of liquids is associated mainly with the Hanfordgrvladsn
673, WIDS, RPP-26744): _____________contact, and at the intersection with the Cold Creek Unit orohrfngaie

Conamnat isorca 208 Sm egnd3 1'0000lenses. As the effluent traveled downward after dischargecnaintmy
Piutonium a g - =Existing Borehole (data type) 31000have been deposited along the upper contact of these zones

Sr-90 0.04 ci 0.013 C1 0.42 Q = Groundwater Surface 3. Constituents with large distribution coefficients (e.g., plutoimbobt ol

Tc-99 0.0515 ci 0.0515 ci 0.44 ci = Planned Deep Borehole 3.000resulting in higher concentrations near the bottom of the cri.Cnetain
bg =BeowGrun Srfce2-1,00generally decrease with depth. The volatile contaminant,:hxni o

Cs-137 5 ci 1.84 ci 144.8 cl bgS = BaelowfGrton suaeSsemdtbse:0 expected to remain in the soil for more than a couple of yeasatrdshre

Uaim9kg- 30kgSIM = Soil Inventory Model Rev. 1 4. The highest concentration of uraniurm-238 detected in well]9W22 a
Hexone 10,000 kg 2.-_____________________ 10 300 pCi/g at 206ft bgs. Cesium- 137 concentration of I pigwadectdt7

Nitrate 10,000 kg Yl--a - able221 ft bgs (29W22-21, 997)U ft bgs in the same well.

Sodium Dichromate 10,000 kg -- 12.08 kg 22 . Not enough information is known below 220 ft to accurateltoaetedpht
% alesdeayd ro HOCD67 t 630208groundwater (the historical depth was 221 ft in 1997), butmoiecnannt

REFERENCES: (chromium, uranium-238 and nitrate) are believed to have ipce

" WIDS general summary reports groundwater.

" RPP-26744
" RHO-CD-673
" DOE/RL-2001-01
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Table AD3 3-2. DataNesPirt
Summary - Model Group 2-21--3Ci
(200-PW-5)(RL/EH)(CPP)(EP) 2Pgs

Background

Site Identification 216-S-13

Site Location 200 West Area, REDOX Zone, west of 202-S Building

Type of Site Crib

Operating History The unit is a square wooden crib box, with open bottom enclosed on four sides with sheathing. The 12 ft x 12 ft x 9 ft crib box has a riser vent, and one inlet pipe near the top of thebx h o
of the box sits 17.5 ft bgs. The base of the excavation in which the box sits is 40 ft x 40 ft and 33.5 ft in depth.

From January 1952 to June 1967 the unit received liquid waste from the 203-S Decontaminated Metal Storage Facility, the 204-S Uranium Nitrate Hexahydrate Lag Storage Facilityanth27-
Organic-Solvent Make-up Facility. From June 1967 to July 1972 the unit received occasional sump waste from the 204-S Facility. The crib received 5 million liters of waste containg8.kgo
uranium, 8 g of plutonium, 2.77 Ci of Cs-137, 0.02 Ci of Sr-90, and 10,000 kg each of hexone, nitrate, and sodium dichromate. The site is reported to have received 25,000 gallons o eoeoe
three month period in 1966.

Although these historical values differ from those presented in the SIM table below, they still fall within the range of the model's uncertainty. The following table represents the ma ausa
determined by the SIM model.

Soil Inventory Model - 216-S-13 Crib (RPP-26744)

N a (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
4.955E+03 8.822E-01 6.761 E-0i 1i.208E+01 0.OOOE+00 0.OOOE+0O 5.616E-03 0.OOOE+000OOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
5.688E-01 O.OOOE+0O 1.755E-02 3.907E+01 2.384E+04 3.484E+04 1.391 E+03 9.705E-015i8E0
S04 (kg) Si (kg) F (kg) C1 (kg) CC14 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

8.128E+00 0.OOOE+00 4.788E+01 1.299E+02 0.OOOE+00 9.753E-03 0.OOOE+00 0.OOOE+00772E0
Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0Ci
0.OOOE+00 4.312E+01 1.855E-04 6.307E-05 5.936E-03 1.853E-03 0.OOOE+00 4.204E-01420EO
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-106 (Ci) Cd-i 13m (Ci) Sb-125 (Ci) Sn-126 (Ci) 1-129 (Ci)C-14()
6.472E-02 5.246E-02 4.400E-01 1 .907E-07 0.OOOE+00 0.OOOE+00 0.OOOE+00 0.OOOE+00 1.0E0
Cs-i 37 (Ci) Ba-i 37m (Ci) Sm-i 51 (Ci) Eu-i 52 (Ci) Eu-i 54 (Ci) Eu-i 55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
1.448E+02 1.367E+02 1.751 E+00 4.054E-04 2.697E-02 1.126E-02 4.695E-09 3.979E-14i.2E0
Pa-23i (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
2.671 E-07 2.932E-1 0 3.796E-13 4.406E-08 2.051 E-07 1.018E-03 4.342E-05 2.167E-05 OiE0
U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)A-23(i
3.050E+00 1.244E-02 4.034E-02 7.042E-01 1.585E-01 1.074E+00 8.316E-06 9.361iE-Oi 1.4E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
i1.549E-03 1 .002E-04 2.229E-03

Vicinity Waste Sites 200-W-2 (soil disturbance area)

Current Status Site recently transferred from the 200-P W-3 OU to the 200-P W-5 OU; No representative/ analogous relationship yet established
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Table AD3 3-2. DataNesPirt
Summary - Model Group 2- 1--3Ci
(200-PW-5)(RL/FH)(CPP)(EP) 2Pgs

Potential Remedial Alternatives

X for viable alternatives No Action MESC/MNA/IC Removal/Disposal Barrier Partial Removal/ Barrier In Situ TreatmentOte

X X

Data Evaluation and Gaps Analysis

Data Knowns Data Uncertainties Are supplemental data required to support decision making?

Geophysical logging at Site is reported to have received sodium dichromate, chromium is a Nature of contaminants in Yes -inventory data would support decision making; however, uncertaint xssi h
216-S-13: 299-W22-21 (222 potential risk to groundwater. Site also received hexone. crib and extent of chromium data between current SIM inventory and inventory data from atetmts
ft); (RLS, 1992) 29-2-1 oae n(0f)es ftesuhatr onro h 1-contamination with Supplemental data could help alleviate the uncertainty and would be use. osupr,

Scintillation logs dated S-13 Crib. Cesium-137 was detected from 7 to 14 ft and from 200 to 214 det.btrevlainopoeconfgou wtrseilyfrth rm

1963, 1968 & 1976 ft. The maximum activity encountered was 1 pCi/ g at 7 ft. Protection of

Uranium-238 was detected from 196 to 213 ft. The maximum detected groundwater.

was 300 pCi/g at 206 ft.

References :

WIDS, Waste Information Data System database

DOE! RL-2001-01, Plutonium/Organic-Rich Process Condensate/Process Waste Group Operable Unit RI/PS Work Plan; Includes the 200-PW-1, 200-PW-3, and 200-P W-6 Operable Units

PNNL-14120, Laboratory-Scale Bismuth Phosphate Extraction Process Simulation to Track Fate of Fission Products

RPP-26744, Hanford Soil Inventory Model, Rev. 1

Proposed Activities and Path Forward:

e Conduct ERG to evaluate potential zones of elevated conductivity that may be indicative of contamination associated with chromium.

* Log 299-W22-21 to gain site-specific data for gamma emitters (not required for decision making, but opportunity for site-specific data).

e Deep borehole to evaluate chromium and nitrate remaining in vadose zone; may be opportunity to coordinate with Groundwater Project.

* Data on hexone would be used as representative for other hexone sites (such as 216-S-14 - Model Group 6)
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AD3-4.O 216-S-21 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN

The characterization planned for the 21 6-S-2 1 Crib includes drilling a drive point,
approximately 100 ft, and obtaining two sample barrel samples at depths of interest. This
drive point will be geophysical logged to provide some additional information on depth
discrete contamination. The 216-S-21 Crib received tank condensate waste from the 241-
SX-401 condenser.

Sample barrel samples will be collected at depths shown in Figure AD3 4-2 and will be
analyzed for analytes presented in Volume 1, Table A2-3, the 200-TW-1 column. The 45
to 48 ft depth interval will address a zone of high moisture, shown in a geophysical log in
December 2006. The 85 to 88 ft interval will address possible mobile contaminants
present in a fine-grained, silt layer. The sample analysis will provide information
regarding vertical extent of contaminant concentrations and the possible presence of
mobile contaminants at fine-grained intervals below the crib. This information may lead
to an evaluation of a lesser alternative.

The 299-W23-63 well, which addressed the highest contamination at this waste site, was
geophysically logged in December 2006 and detected cesium- 13 7 concentrations
>45,000,000 pCi/g. To evaluate the possible vertical migration of contaminants, the
location of the drive point is to be 3 ft east of 299-W23-63 (near the center of the crib).

AD3 4-1
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The following figures and tables provide the site-specific field-sampling plan for the 216-
S-21 Crib.

Figure AD3 4-1. 216-S-21 Crib Data-Collection Locations.

2899VVZ3-63 Waste inlet piping I

216S-21

LEGEND
0 Planned Drive Point

t-+.---l 5 m ~ Existing Borehole 9-24
01 5m --- Waste Distribution Piping

AD3 4-2
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Figure AD3 4-2. 216-S-21 Crib Stratigraphy and Sample-Collection Intervals.

Depth Soil Sample
Intervals Lithology 21 6-S-21

Off Sand & Silt

22'
Gravel & Sand

25ff tGae
GGravel

15 0ffGravel, Sand & Silt formation

Sand& Sit ~Direct Push Legend

85488' M773Silt & Sand

30 100ff itLt:

IIMSample TD =100 ft E ad&Gae

Barrel Source: Gravel, Sand
299-W23-4 Well M E & Silt

[~ ]Sand TD T 'otal Depth

NOTE: Depths areE LJGravel approximate
and are for Illustration

Slt purposes only.
Sift FG070915 &21

AD3 4-3
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Table AD3 4-1. 216-S-21 Crib Sampling Plan.

centtin Sapl ert of SmlIne v lumnle ist b thS8am codptace

crib (within 45 -48 ft bgs A2-3, the 200- 88 ft bulk density,
3 ft of 299- 85 - 88 ft bgs TW-lI column sample moisture,
W23-63) (to include interval. particle size

cyanide and distribution
total uranium). ____________

Number of sample barrels 2

Approximate number of field3
quality-control samples C

Approximate number of1
physical-property samples1

Approximate total number of5
soil samples collected

Approximate total number of
soil samples analyzed d 5

Downhole gamma-spectroscopy log, neutron Surface to TD mn new drive point
moisture, and passive neutron logs -100 ft bgs

aActual sampling depths may vary depending on the amount of backfill/overburden used in interim-stabilization activities at
the waste site, field screening results, and varying subsurface conditions.

b See Volume 1, Appendix A, Tables A2- 1, A2-2, and A2-5 for detection limits and other analytical parameters.
c One duplicate, one split*, and one equipment blank (if possible and plausible).
d Number of samples analyzed includes one sample barrel, three field quality-control samples, and one physical-property

samples.

*Optional (Volume I, p. A2-17)

AM3 4-4
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Figure AD3 4-3. 1--1Ci
Conceptual Model andDaaSm ry

200-PW-5 Operable Unit 26S2 Crb200-W Ponds Zn
Waste Type: Process Effluent

History Basis of Knowledge (Data Types) Characterization Summary Conceptual Contaminant Distribution oe
.Process History (PH)

216-S-21 Crib is a subsurface liquid waste disposal . Downhole Geophysics - Spectral (DG-S) 216-S-21 is analogous to 216-B-57 and was evaluated in crbT rmlftthihi

site that operated from 1954 to 1970 receiving waste a Downhole Geophysics - Scintillation (DG-SC) DOEIRL-2003-64. 45,000,000 pCi/g of Cs-i 37 was detected e16-SwestCtobeast.

from the 241 -SX-401 Condenser Facility via Tank 241 - a Downhole Geophysics - Radionuclide Logging System (DG-R) in borehole 299-W23-63 at 24.5 feet based on geophysical a "0w

SX-206. It was interim stabilized in 1991. (WIDS) . Geologic Logs (GL) logging. LGgen

---s-- -- ------------ ih~

CONSTRUCTION: 
cc b~dF.mlo

The crib consists of one wooden box, 16 ft by 16 ft by Site Plan View QD

10 ft high, sitting in a gravel layer of a square 50 ft by (not to scale) 30- -100 19 WS4.2l

50 ft by 22.10 ft deep excavation. (W IDS) -sones

CSRisSummarized Well Informationm aeeu.Ng

Maximum cs"137 Depth 45-180
Exf rbWell ID (pCi1a) (ft bga) Dat - aec

3-3299-W23-4 Scintiliation 3 195 Rc~

At~ A' 299-W23-63 45,000.000 24.5 1/312007- ,

-V------------------------------------

Site Section View
(not to scale) 75 -21110.e

WASTE VLM:8,0,0L(2,0,0ga)A All~ plutonium, uranium, strontium-90 and cesiuxn-137 from 241-S40codne

(WIDS) via 24 1-SX-206 tank was discharged to this crib. The crib recieatol
volume of 87,100,000 L (23,000,000 gal) of wastewater betwenNvme

DURATION: November 1954 to December 1970 1954 and December 1970.
(WIDS) u

2. The wettling front and contaminants move vertically beneaththcrbLael
ESTIMATED DISCHARGED INVENTORY (DOEIRL- Cesiumn-I37 Concentration spreading of liquids is associated mainly with the Hanford grae ndsn

200344,na R HistDrical RP 2008%) SMPcIV contact, and at intersections with other fine grained lenses. Isteefun

tiistrlcaiLegend traveled downward after discharge, contaminants may have bendpoie
Piutonium 2.1 g -- -- E = Existing Borehole (data type) along the upper contact of these zones.

sr-9O 43 C11 14.4 Q 6.63 Ci = Groundwater Surface 2-.0,W3. Constituents with large distribution coefficients (e.g., plutoniusrnum9
Tc-99 0.0156 Ci 0.0 156 QI 0.21 Ci = Pianned Drive Point :1000and cesium-137) sorb to soils resulting in higher concentration ertebto

Cs-137 160 ci 56.7 Ci 628 Ci bgs = Beiow Ground Surface -.0,0 'Water Table 215 ft bgs (299-W23-4. 1111 of the crib. Concentrations generally decrease with depth.

Sn-126 - -- 0.0023 ci WiDS = Waste Information Data System database>100------------ -- 4. Tehgstcnnraisrpoedfmwll29W36
Eu-154 - 0.11 cI . Tehgetcnetain eotdfo el29W36 r sflos

CO-60 - 0,03 C SIM = Soil Inventor Model, Rev. 1 2100 Cesium-137: 45,000,000 pCilg at 24.5 ft bgs
250 Europium-154: 6 pCi/g at 44ftbgs

Uranium 4.2 kg - 0.11 kg :-.11 Cobalt-60: 6 pCilg at 44 ft bgs
%Values decayed from RHO-CD-673 to 6/30/2006 Sni-126: 45 pCilg at 44 Rt

REFERENCES:
" WIDS general summary reports 5. Not enough information is known below 60' to accurately decrbthzoef
" RPP-26744 high contamination, but mobile contaminants are not believedthaeipcd
" RHO-C D-673 groundwater.
" DOE/RL-2000-38
" DOE/RL-2002-42
" DOE/RL-2003-64
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Table AD3 4-2. Data-ed Pirt

Summary - Model Group 2-26--1Ci
(200-P W-5)(RL/FH)(CPP)(EP) 3pgs

Background

Site Identification 216-S-21

Site Location 200 West Area, 200-W Ponds Zone, west of 202-S Building

Type of Site Crib

Operating History The site consists of one wooden crib box with two vent risers and one test well (299-W23-63) through the center of the box. The 16 ft by 16 ft by 10 ft high crib box sits in a gravel lyri 0f
by 50 ft square excavation that is 22.10 ft deep. The top of the crib box sits 8.25 ft below grade. The site provided subsurface liquid disposal for the 241-SX-401 Condenser Facility.Test
operated from November 1954 to December 1970. The site was interim stabilized in 1991. The waste was low in salt and neutral to basic, and contained sodium and ammonium nt t.Test
received 87.1 million liters of condensate.

Historical data suggests that the following contamination was discharged to the crib: 2.1 g total plutonium, 1300 Ci total beta, 43 Ci strontium-90, 160 Ci cesium-137, 4.2 kg uranium ltog
these values may differ than those presented in the SIM table below, they still fall within the model's uncertainty. The follwoing table represents the mean values as determined byteII
model.

Soil Inventory Model - 216-S-21 Crib (RPP-26744):

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
7.126E+02 9.711 E+01 4.132E+00 5.084E+01 1.216E-04 0.OOOE+00 1.747E+00 1.646E-055.0-O

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
2.784E-01 1.280E-04 7.479E-02 1.690E+03 6.893E+01 4.914E+02 2.072E+02 3.044E+001.3E0
S04 (kg) Si (kg) F (kg) C1 (kg) CC14 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.249E+03 1.911 E+02 2.191E+01 3.422E+02 0.OOOE+00 1.039E+00 0.OOOE+00 1.222E+03147E0
Fe(CN)6 (kg) H-3 (Ci) 0-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i

0.OOOE+00 2.542E+03 8.949E-03 1.488E-03 1.418E-01 3.363E-02 5.645E-04 6.626E+00 .6E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-i 06 (Ci) Cd-1 13m (Ci) Sb-i 25 (Ci) Sn-126 (Ci) 1-129 (Ci) C- 4(i
3.382E-02 2.768E-02 2.108E-01 6.753E-08 3.146E-02 6.544E-03 2.298E-03 3.233E-044.8E4
Cs-i37 (Ci) Ba-i 37m (Ci) Sm-151 (Ci) Eu-i 52 (Ci) Eu-i 54 (Ci) Eu-i 55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
6.279E+02 5.928E+02 9.322E+00 1.575E-03 1.065E-01 4.435E-02 3.463E-08 1.339E-06 .8E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
2.534E-06 3.844E-09 1 .363E-08 2.487E-07 1 .463E-05 4.302E-05 1 .722E-06 i. 117 E-06354E5

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-24i (Ci) Pu-242 (Ci) Am-24i (Ci)Am43(i
1.064E-01 1.160E-03 3.305E-03 5.990E-02 1.343E-02 9.081 E-02 7.061iE-07 1.788E-02i08E5

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
4.200E-05 1 .791 E-06 4.067E-05

Vicinity Waste Sites Adjacent to 216-U-10 Pond to the west, and 216-S-25 Crib to the south, and S Tank Farm to the east.

Current Status Analogous site; assigned to 216-B-57; evaluated in 200-TW-1/2 &200-PW-5 Feasibility Study (DOE! RL-2003-64); capping identified as preferred alternative
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Table AD3 4-2. DataNesPirt
Summary - Model Group 2- 1--1Ci
(200-P W-5 D )(/ PP)EP).(3a s

Potential Remedial Alternatives (as investigated in 200-TW-1/2 and 200-PW-5 FS [DOE/RL-2003-641)

X for viable alternatives No Action MESC/MNA/IC Removal/Disposal Barrier Partial Removal/ Barrier In Situ TreatmentOte

X X X X

Data Evaluation and Gaps Analysis

Data Knowns Data Uncertainties Are supplemental data required to support decision making?

Well construction log, 299-W23-4 - located 21 m southeast of the crib center and 8 m from the Nature of contamidnants Yes - the analogous relationship and inventory data are sufficient to suppr ecso
1957 southeast corner of the crib. and extent of making; however, supplemental data may support a lesser alternative (suc, a

Geophysicl loggingat Well cnstructio log indiatcontaminationta-with depthtyMErom/0Nt/IcontmSoiliosamplesepcollected\ZatC theobottomleofothectwastethsitet(e og.,hdischarget
GeopSical logging- a20 t Wellrcntrctinlg indiae elvtd9eagam5civt7ro.0t below the crib. point) will provide site-specific data to support a stronger evaluation ofabrderng
ft)6(Specral 299W234(55f uig rligi 97 of alternatives. The data from soil samples and geophysical logging of ,9-2-3wl

ft) Spetra, 192)Historic logs indicate contamination between 32 and 140 ft with also address uncertainties between the representative site and the 216-S-1Ci,.uha

Historical gamma logs maximum concentration at 38 ft. Most recent log (1995) indicates high differences in inventory and effluent volumes. The 216-S-21 inventorydaaont
dated 1991 & 1995 gross gamma zone from 40 to 50 ft. A 1992 spectral gamma survey also suggest groundwater protection issues.

indicated cobalt-60 between 37 and 60 ft with a maximum concentration
of 11 pCi/g at 39 ft. Note - cesium-137 was not encountered in this log.

299-W23-63 - located in the center of the 216-S-21 Crib. Cesium-137 was
detected from 4 to 45 ft in depth. The maximum concentration is
approximately 45 million pCi/g at 24.5 ft. in depth.

Europium-154 detected from 41 to 47 ft. Maximum concentration is
299-W23-63 (51 ft) approximately 6 pCi/ g at 44 ft.

(Specral, 006)Cobalt-60 is detected from 43 to 51 ft. The maximum concentration is
approximately 6 pCi! g at 44 ft. It is probable cobalt-60 also exists in the
high cesium-137 interval from 15 to 40 ft at higher concentrations.

Tin-126 detected from 40 to 45 ft. The maximum concentration is
approximately 45 pCi/g at 44 ft.

Additional Notes: Small waste site footprint. Remedial alternatives should consider the selected remedial action for 216-U-10 Pond due to the close proximity.
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Table AD3 4-2. Dat-ed;Pirt

Summary - Model Group2-21--1Ci
(200-PW-5WP )( F)(CP)EA.( s

References:

" BHI-00174, U Plant Aggregate Area Management Study Technical Baseline Report

" DOE/ RL-2000-38, 200-TW-1 Scavenged Waste Group CU & 200-TW-2 Tank Waste Group Operable Unit RI/ES Work Plan

" DOE! RL-2002-42, Remedial Investigation Report for the 200-TW-1 and 200-TW-2 Operable Units (Includes the 200-P W-5 Operable Unit)

" DOE/ RL-2003-64, Feasibility Study for the 200-TW-i Scavenged Waste Group & the 200-TW/-2 Tank Waste Group & the 200-P W-5 Fission-Product Rich Waste Group CU

" RPP-26744, Hanford Soil Inventory Model, Rev. I

Proposed Activities and Path Forward:

*Drive point through high contamination zone (approximately 100 ft), soil samples should be obtained at fine-grained intervals for analysis to support a stronger evaluation of MESC/MNA/JC, to permitsiepcfc
evaluation of a broader range of alternatives, and to reduce uncertainty in the relationship between the representative waste site (216-B-57) and the 216-S-21 Crib.
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AD3-5.O 216-T-18 CRIB SITE-SPECIFIC FIELD-SAMPLING PLAN

The characterization planned for the 21 6-T- 18 Crib includes drilling four drive points,
approximately 100 ft. The first three will be geophysically logged with the location of
the fourth drive point being adjacent to the drive point with the highest contamination.
The drilling and logging efforts are planned to reduce the uncertainty associated with
plutonium released to the concrete culverts, indicated by the shaded circles in Figure
AD3 5- 1, within the crib. The 21 6-T- 18 Crib received scavenged waste test effluent from
the Uranium Recovery Process (tributyl phosphate solvent extraction) in the 221-U
Canyon Facility.

A sample(s) will be collected from the fourth drive point, at a depth(s) determined by the
initial logging efforts, and analyzed for contaminants presented in Volume I, Table A2-3,
the 200-TW-1 column. Geologic logs will be generated during drilling providing
additional information on the lithology below the crib.

The locations of the three drive points, two on the edges of the crib and one at a selected
culvert, were chosen to characterize the entire crib. The two drive points at the edges will
provide information on lateral extent of plutonium contamination, while the one drive
point at the culvert will provide information on a source. The geophysical logging will
provide information for the location of the fourth drive point, adjacent to the initial drive
point with highest plutonium data. The location of these drive points may change as
information becomes available on the surface geophysical exploration (SGE) of the TX
and TY Tank Farm surrounding area currently being investigated under a work plan of
CH2M Hill Hanford Group, Inc., utilizing their QAIQC procedures.

AD3 5-1
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The following figures and tables provide the site-specific field-sampling plan for the 216-
T- 18 Crib.

Figure AD3 5-1. 216-T- 18 Crib Data-Collection Locations.

216-T-1 8

29-W1-1+:

Waste inlet piping
LEGEND

o Planned Drive Point
+ Existing Borehole

o ----- 5 M--- Waste Distribution Piping

AD3 5-2
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Table AD3 5-1. 216-T- 18 Crib Sampling Plan.

with~~ westca edgoeopyscatVoiesI
Samplg a e earh of SloggIn er a bl A2,

culvertio asaciatesptele-T
indicted o colun (t

1.Fourt drive c nes 0 f s T eAyies and NA /
pons(n egeonn emnstalle pntot n

smiture and asie ner logsin Ta100 A2-bg,

Figure~AD 5-35icld
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Figure AD3 5-2. ' 1--8Ci
Conceptual Model and( aaSm ay

200-TW-1 Operable Unit 216-T-1 8 Crib T FarmZn
Waste Type: Process Effluent

History Basis of Knowledge (Data Types) Characterization Summary Conceptual Contaminant DistributionMoe
216-T-18 Crib is a subsurface liquid waste disposal *Process History (PH) 216-T-18 is analogous to 216-T-26 and was evaluated in Theoinaio fti
site that operated during 1953 receiving tributyl * Downhole Geophysics - Scintillation (DG-SC) DOEIRL200364. Gross gamma logs from 1976 show ~ .2iiiiT4.8 Cri crifoletorghI
phosphate test effluent from the 221 -U Building via *Geologic Logs (GL) approximately 2.5 X 106 counts per minute (cpm) at about 33 e eWes4o at

241 -T Tank Farm. It is marked and posted with ft, which decreased quickly to between 1 04 and 105 cpm Topen
Underground Radioactive Material signs. The above between 33 ft and 100 ft. Waste released would indicate the
ground pipe was removed and the unit backfilled. likelihood for cesium-I 37 and strontium-90 to be the main . ........ ..... cres..u..

Is- s(WIDS) contaminants. i n, F.,J.

CONSTRUCTION: r20f

The crib was constructed of four 4 ft diameter by 4 ft
long concrete culverts buried vertically on a bed of 30U au ~~.Cntmnt
gravel. The culverts are arranged in a square with the
centers spaced 15 ft apart in a 30 ft by 30 ft by 15 ft Site Plan View ,
deep excavation. The culverts were fed by a steel (not to scale) 4 ~ .- o
pipe coming from a main inlet pipe. These structures ________________Summarized Well Information ~1 C 9

lie in an excavation with side slope 1:1.5, with a gravel IMaximum Cs-1 37 IDepth
fill covered by earth backfill. (WIDS) Well ID (PCllg) (ft bgs) DateI

299-Will-Il Scintillation 33 1976 00 5------------------------------------------

Vha ...........................

~..t RI... ~ SUiml Ro~r 4 tSite Section View ee.eew.~

___v ",AAs(o to scale)

I . High salt, neutrallbasic, radioactive scavenged waste test effun.fo h
______________________________A' Uranium Recovery Process, tributyl phosphate solvent extratoi21-va

241-T-101 settling tank containing plutonium, uranium andcesu-3 a
WASTE VOLUME: 972,800 L (257,000 gal) discharged to the crib in December 1953. The crib received oa oueo
(WIDS) 972,800 L (257,000 gal) of wastewater.

DURATION: December 1953 (WIDS) comas P.r WAX"nG 2. The wetting front and contaminants move vertically beneathtecislaea

ESTMAEDDICHRGD NVNTRY(DE/L-spreading of liquids is associated mainly with the Hanfordgrvladsn

ESTIMATEHOD -63 DSH REDINVNTRY DOER Legend 2-00000contact, and at intersections with silt layers or other fine grandlse.Ath

200344,in HO- Histrica RP2008%) Si D =Estn oeoe dt ye effluent traveled downward after discharge, contaminants mai aebe

Plutonium 1800 g - - '~ = Groundwater Surface3.,0,0deoiealnthuprcnatofhseze.

Nitrate 80,000)( kg - 32,820 kg = Planned Drive Point X'100'0010 3. Constituents with large distribution coefficients (e.g., plutonimadcsm
Sr-0 C 185Q 9.6Clbg =BeowGrundSufae P.0.00137) sorb to soils resulting in higher concentrations near thebtoofhecis

Tc-99 1.2601i 1.26 Ci 0.15 1 WIOS = Waste Information Data System database>100Cocnrtnsgealydraewihep.

Cs-3757Cl 16C1 422 i IM = Slfinenor Mde, ev 14. The highest contamination was found at 33 ft bgs based on sitlainlg
2-100 from 1976.

Uranium 27.2 kg - 55.2 kg

%Values decayed from RHO-CD-673 to 613012008 '~Wateir Table 229 ft bs(29-W11-11, 06r404) 5. The effluent volume discharged to the cribs suggests that grudaemyno

REFERENCES: uhave been directly impacted by the wetting front unless a preeeta aha
*WIDS general summary reports 20is present.
*RPP-26744
*RHO-CD-673
*DOE/RL-2000-38
*DOE/RL-2002-42
*DOE/RL-2003-64
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Table AD3 5-2. Dat-NesPirt
Summary - Model Group 4-16T18Ci
(200-TW- 1 VPLFH(P)( ) (3 Pages)

Background

Site Identification 216-T-18 Crib

Site Location 200 West Area, T Farm Zone, northeast of TY-Tank Farm

Type of Site Crib

Operating History The site is marked with concrete AC-540 markers. The site is posted as an "Underground Radioactive Material" area. The surface is covered with gravel. Although many referenel tt h
crib received scavenged tributyl phosphate waste from 221-T (T Plant), it is believed that the reference to T Plant was a typographical error that was carried into subsequent docutainTh
correct reference should have been to the 241-T Tank Farm. WHC-MR-0227, Tank Wastes Discharged Directly to the Soil at Hanford, states that the ferrocyanide scavenging processwateediU
Plant in October 1953. Ferrocyanide and nickel were added to the uranium recovery waste to remove cesium-137 from the waste stream so it could be discharged to the ground isedo
requiring tank storage. The treated test waste was pumped to a single shell tank for settling (241-T-101) in October 1953. Because of poor pH control during the test, only half ofthreuan
scavenged waste was discharged to the 216-T-18 crib in December 1953. The other half remained stored in the single shell tank. The site was deactivated when the discharge ofwse a
completed in 1953. The total amount of effluent discharged was 972, 800 liters. The above-ground piping from 241-T Tank Farm to 216-T-18 was removed and the unit backfilled.Teui
consists of a steel inlet pipe reducing to another steel pipe, that branches into four steel pipes, each one extending to a 4 ft in diameter by 4 ft long concrete open-end culvert. The tpo hs
culverts sit 7.5 ft below grade and lie in an excavation with a side slope of 1:1.5. The gravel fill in the excavation is covered by earth backfill. The waste site is 30 ft by 30 ft and abot1]tde
with the centers of the culverts spaced 15 ft apart.

Historical data has been presented as follows: 1800 g total plutonium, 840 Ci total beta, 7 Ci strontium-90, 57 Ci cesium-137, 10 Ci cobalt-60 and 27.2 kg uranium. Although these aue a
differ than those presented in the SIM table below, they still fall within the range of the model's uncertainty. The following table represents the mean values as determined by theSMmdl

Soil Inventory Model - 216-T-18 Crib (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
2.963E+04 O.OOOE+00 1.309E+02 1.012E+02 3.915E+02 0.OOOE+0O 6.649E-01 6.120E+01OOOE0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g
1.691 E+02 O.OOOE+00 0.OOOE+00 2.143E+02 1.597E+02 3.282E+04 7.614E+03 4.232E+02663E3
S04 (kg) Si (kg) F (kg) C1 (kg) 0014 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g

1.995E+03 3.681 E+02 4.214E+03 6.659E+02 0.OOOE+00 0.OOOE+0O O.OOOE+00 0.OOOE+00211E0
Fe(CN)6 (kg) H-3 (Ci) 0-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i
1.436E+02 2.362E-01 2.671 E-01 2.386E-03 2.144E-01 6.141 E-02 2.146E-03 3.963E+01 .7E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-1 06 (Ci) Cd-1 13m (Ci) Sb-1 25 (Ci) Sn-126 (Ci) 1-129 (Ci)Cs34(i
2.067E-0 1 1.781 E-0 1 1 .539E-01 5.587E-09 7.344E-02 4.272E-03 7.750E-03 1 .484E-03 24E0
Cs- 137 (Ci) Ba-137m (Ci) Sm-151 (Ci) Eu-152 (Ci) Eu-154 (Ci) Eu-1 55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27(i
4.220E+01 3.976E+01 1.911 E+02 3,184E-03 3.982E-01 5.268E-01 1.096E-05 4.392E-1 1 46E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i
7.994E-04 2.933E-08 2.624E-1 0 1.805E-07 1.344E-08 1.816E-02 8.158E-04 1.631 E-041.4E0

U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci) Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)Am43(i
5.523E+01 3.643E-03 1.164E-02 3.240E+00 2.186E-01 2.823E-01 8.081 E-07 9.495E-02235E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
4.261 E-06 1 .936E-08 5.437E-07



DOE/RL-2007-02-VOL I-D E

Table AD3 5-2. Dat-edPirt
Summary - Model Group,4 1--8Ci
(200-TW- 1 )RLF)CPEA) (3Pgs

*Vicinity Waste Sites 216-T-26, 216-T-27, and 216-T-28 Cribs

Current Status Analogous site; assigned to 216-T-26; evaluated in 200-TW-1/2 & 200-P W-5 FS (DOE! RL-2003-64) Draft A to EPA and Ecology March 2004; capping identified as preferred alterntv nP

Potential Remedial Alternatives (as investigated in 200-TW-1/2 & 200-PW-5 FS [DOE/RL-2003-64])

X for viable alternatives No Action MESC/MNA/IC Removal/Disposal Barrier Partial Removal/ Barrier In Situ TreatmentOte

X X X

Data Evaluation and Gaps Analysis

Data Knowns Data Uncertainties Are supplemental data required to support decision making?

Data analysis at 216-T-18: 299-Wll-ll: located near the center of the 216-T-18 Crib. A zone of Contamination with The analogous relationship with 216-T-26 is sufficient to support decisionmkig
299-Wll-ll (246 ft); elevated radioactivity between 7 ft and 86 ft associated with gamma dphi oehtIvnoyde o ml infcn rudae ik;hwvr h

emitters exists. Log from 1954 shows counts per minute at levels as high dnetinoehtIvnoyde o ml infcn rudae ik; however, etn the opportunity26T-6 26T-7,ad 1-T2 tocoe
Scintillation logs dated as 107. Log from 1976 shows radioactivity in same depth range, but uncentrtan hoeve xte n topihed R prpoe fos pr t wll26 216--27 baian e In6-T ditoen1-T1 a
1954 & 1976 concentrations maximums are lower due to decay of the shorter lived not reflective of received a small volume, which would not indicate a substantial threattogunwer

radionuclides. 1976 counts per minute were about 2.5 X 106 at about 33 ft significant deep Ys-splmna nomto ntentr n xeto ltnu a rvd
and quickly fell to between 104 and 105 between 33 ft and 100 ft. The Sgr e upeetlifraino h aueadetn fpuoim
nature of the waste released would indicate the likelihood for cesium-137 contamination stronger evaluation of protectiveness, disposal options, and cost. Thesedaamyls
and strontium-90 to be the main contaminants, permit selection of a lesser or different alternative. These data collection ciiie ol

constitute accelerated confirmatory sampling activities.

References:

DOE! RL-2000-38, 200-TW-1 Scavenged Waste Group CU & 200-TW-2 Tank Waste Group Operable Unit RI/PS Work Plan

DOE/ RL-2002-42, Remedial Investigation Report for the 200-TW-1 and 200-TW-2 Operable Units (Includes the 200-P W-5 Operable Unit)

DOE/RL-2003-64, Feasibility Study for the 200-TW-1 Scavenged Waste Group and the 200-TW-2 Tank Waste Group & the 200-P W-5 Fission-Product Rich Waste Group CU

RPP-26744, Hanford Soil Inventory Model, Rev. 1

Proposed activities:

*Install three drive points to evaluate nature and extent of plutonium contamination, utilizing current logging techniques as indicator of plutonium contamination. A fourth drive point will be installed adjaetothinil
drive point with highest plutonium data and sampled for contaminants of concern.
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AD3-6.0 216-T-19 CRIB AND TILE FIELD SITE-SPECIFIC FIELD-
SAMPLING PLAN

The characterization planned for the 21 6-T- 19 Crib and Tile Field includes drilling a
deep borehole to groundwater, approximately 221 ft, and geophysical logging of this
same borehole. The drilling and logging efforts are planned to reduce uncertainty in the
nature and extent of contamination associated with protection of groundwater. The 216-
T- 19 Crib and Tile Field received varying waste streams including cell drainage from
Tank 5-6 and 2 nd cycle supernatant waste from the 22 1 -T Plant Canyon Building, liquid
waste from the 224-T Waste Storage Facility, and condensate from the 242-T evaporator.

Split-spoon samples will be collected at the bottom of the trench and at changes in
lithology as indicated in Figure AD3 6-2; the samples will be analyzed for analytes
presented in Volume 1, Table A2-3, the 200-TW-lI and 200-PW-lI columns. This waste
site was recently transferred to the 200-TW-lI OU from 200-PW-lI when it was concluded
that this waste site was more representative of the 200-TW- 1 OU during the development
of the 200-P W-1/3/6 feasibility study (FS) and proposed plan (PP). Analysis of
contaminants in both columns will address all COPC for this site. Documentation for
groundwater samples, if requested by an operable unit manager, will be provided by the
requesting party. The sample analysis will provide information on contaminant inventory
and issues facing groundwater protection. The gab samples to be analyzed will be
determined by the field geologist and technical lead, utilizing characterization data; such
as geophysical logs, lithology (driller's logs), and split-spoon sample analyses.

The location of the planned deep borehole, at the northern end of the waste site near the
connection of the crib to the tile field, was selected to address the zone of highest
contamination. The location of this deep borehole may change as information becomes
available on the surface geophysical exploration (SGE) of the TX and TY Tank Farmn
area currently being investigated under RPP-PLAN-35244.

During construction of the 299-WI 5-762, in November 2000, the drillers encountered
contamination at 35 ft bgs and abandoned drilling activities at this location. A new well,
299-Wi 15-763, was drilled an additional 50 ft west of the abandoned well and monitors
groundwater at the 216-T- 19 Crib and Tile Field.

AD3 6-1
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The following figures and tables provide the site-specific field sampling plan for the 216-
T- 19 Crib and Tile Field.

Figure AD3 6-1. 21 6-T- 19 Crib and Tile Field Data-Collection Locations.

299-Wi 5-763

By-pass line

299-WI 5-65 299-W14-51

C3858 +

21 6-T-1 9

299-W 5-66299-Wi 4-52
LEGEND

+~ Planned Borehole

+ Existing Borehole

0!----- 23 m -- Waste Distnibution Pipng

AD3 6-2
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Figure AD3 6-2. 216-T-19 Crib and Tile Field Stratigraphy and Sample-Collection
Intervals.

Depth Soil Sample
Intervals Lithology 216-T-19

Om Oft Sand & Gravel , <7f
Silt, Sand, & Gravel 029'

25ft 27-29' Sand & Gravel 09 00

39-411
42-44' Silt & Sand - anfd Gravel

5840 ~~Sand '.>,,'

75ff

92-94'Sit&an
30m 100ff 99-101' Sand . Cold Creek

Caliche '-.. -. L Unit
118-120' Sand & Gravel

125ff Silt, Sand & Gravel
Borehole Legend

45m 10fSand & Gravel [I Sand

168-170' Ringold ~~andi & Silt
.. ~~ Formation L~

175ff
Sand & Gravel

Silt, Sand & Gravel 0
60m 200ff Silt Sand

216-218' .0 & Gravel

225ff (12103) R ]~I~h

=split TD = 225' '7Groundwater
Spoon
Samples Source: TOD Total Dept

75m 250ff Also, Grab Samples 299-W15-763 Well t

at 2.5' Intervals NOTE: Depths are
approximate
and are for Illustration

275ff purposes only.
L ~ FG070S15.T-19

90rn 300ff

325ff

AD3 6-3



DOE/RL-2007-02-VOL 11-ADD 3 REV 0

Table AD3 6-1. 216-T-19 Crib and Tile Field Sampling Plan.

I i

Sptpon nea (arximatluVmm !, Tal c hangei cPonductae,

Cleto ale ield of- fapeItera gs TWl cLms inevlbatcesz
58-tio 60esi Detft bgs) (t ld Same sPisrabutns

Deep9-9 fte bgsp cyaid anplit-spoon nltsae Oeame pH

samples betwee crib99-411 ft bgs tota 1 anium).- sieamed osue

118 - 120 ft bgs intervals
168 - 170 ftbgs between 35-
216 -218 Rtbgs; 200 ft bgs).

Grab samples Fiur ADsow i
Also, grab will be analyzed 6-2.eAD
samples at 2.5 ft for 62
intervals contaminants
throughout within the pore
borehole volume.

Number of split-spoon 9
samples

Approximate number of field3
quality-control samples'

Approximate number of7
physical-property samples

Approximate number of grab 89
samples

Approximate total number of 108
soil samnples collected

Approximate total number of 6
soil samples analyzed d 6

Downhole gamma-spectroscopy log, neutron Surface to TD in new brhl
moisture, and passive neutron logs -221 ft bgs

' Actual sampling depths may vary depending on the amount of backfill/overburden used in interim-stabilization activities at the
bwaste site, field screening results, and varying subsurface conditions.
bSee Volume 1, Appendix A, Tables A2-1, A2-2, A2-4, A2-5, and A3-2 for detection limits and other analytical parameters.
One duplicate, one split*, and one equipment blank. Field blanks also will be collected for volatile organic analysis, but are not
included here.

d Number of samples analyzed includes nine split-spoon samples, three field quality-control samples, seven physical-property
samples and 43 grab samples.

*Optional (Volume 1, p. A2-17)

AD3 6-4
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Figure AD3 6-3. 216-T- 19 CribadTlJil
Conceptual Model andDaaSm ry

200-TW-1 Operable Unit 216A-T-1 9 Crband TieField T Farm Zn
Waste Type: Process Effluent-CrbTl

History Basis of Knowledge (Data Types) Characterization Summary Conceptual Contaminant Distribution oe
. Process History (PH) 216-T-19 is analogous to 216-Z-9 and was evaluated in Theoretioofhi

DOEIRL-2001-0.."A When theT-1 Crib- well wase drille lneifadtletedfo
The 216-T-19 Crib is enclosed within a chain barricade a Downhole Geophysics - Spectral (DG-S) DO/R-20101 When theT-1 299 15- aeld Tile dreld lef ori hI ett

that is posted with Cave-In Potential signs. The outer . Downhole Geophysics - Scintillation (DG-SC) January 1956, contamination readings of 40,000 cpm were e seast
chai isposed ithUndrgrond adiactve ateialencountered at 47 ft bgs. A new ground water monitoring well

chins poested wroithdeurgroun Raioaive Mipoatefra was drilled a few feet west of 299-W15-4 in November 2000, LegendWW

signes. Theste roedesubsurae liqidipoal for42 but encountered contamination at the 35fIt and was abandoned. HnitteMO

prcescodestefrmth wse vaoatr n24-Soil sample results showed 6800 pCi/g of Cs-i 37, 240 pCilg of isl- 6-0...... C

T, cell drainage from Tank 5-6, second-cycle grsilhtn 50 ~f rssbt ciiy

supernatant waste from 221-T, and waste from the grs alhaan 30 pig rosbea ctvty .......

224-T Building. The crib and tile field are associated Site Plan View Summarizeds WelIfomto
with the 242-T Building, 221-T Building, the 224-T (nt o cae
Building and the 241-TX-I153 Diversion Box. A cave-in Maximum Cs-137 Depth - IUContmnto

occurred in 1956 that resulted in the abandonment of Well7* ID66 (Sit)9 (ftW1-5 1 ~s 45t - a51200

the wooden crib. (WIDS) (DG~c C)____ 299-W14-51 1~ 46 5125/2006 )

2m-Wi S7* 299-W14-52 1 1 5/11/2006 4511--119111IU
CONSTRUCTION: __

The site construction is wooden crib box with a riser set + 4 299-W15-4 Scintillation 47 1956 - 4ft$souear

into a square bottom pit with sloping sides. The outlet 2W I- 29-I-S1 /020

pipe connects to a tile field. The tile field consists of a 4114-6 12/00 0-01 PC.g

central pipe running the length of a rectangular trench 29_156 1 1_ _420 ........ ---

with sloping sides. Pipes branch off the main pipe over 2..WI 565 299-VW14.51 299-W0115-762 Scintillation 35 2000 - 4AoeAS0*

the length of the trench. (WIDS) At299-WI15-763 No data - -.

At.......t.. A' 0385 No data712

C3911111 C3859 No dataR
03864 No data 100um13

Site Section View 1 . Low salt, neutrallbasic, radioactive liquid waste from cell driaeoTnk56

~~+. A~~. (not to scale) 2 nd cycle supernatant from 221 -T, 224-T and process condenaefoc4-

299-W1111I 546 W W1 2994N14-62 waste evaporator containing plutonium, uranium, strontium-0an eiu-3

WAT VLME 5,0000 (2,0000 a)(DG-SI .2 4 were discharged to this crib and tile between September 1951adDcme

(W IDS) 7 1980. The crib and tile field received a total volume of 455,0,0!

DURATION: September 1951 to December 1980 1(120,200,000 gal) of wastewater.

(WIDS) (SVIIA As 2. The wetting front and contaminants move vertically beneath h rbadtl

ESIMTE DSCARE IVETOY RH-C-field. Lateral spreading of liquids is associated mainly with]h afodgae

ESTIMAED DISHARGE INVENORY (RO-CD-Cesium-I 37 Concentration 26and sand contact, and at the intersection with the Cold CreekUisl aeso

673, RPP-26744): 1 8other finely grained lenses. As the effluent traveled downwadatrdshre

Contaminanl Historica 200a% WMb PCO 3.53 contaminants may have been deposited along the top of thesezns

Ptni um 14 g so.23k Le en 77 70~ 3. Constituents with large distribution coefficients (e.g., plutonu ,sr tum9

Q) =Existing Borehole (data type) and cesium- 137) sorb to soils resulting in higher concentratin ertebto
ar-ac 62 CI 18.4 Ci 24.6 Ci rudae ufc .0,0 of the crib and tile field. Concentrations generally decreaseithdph

si1730C 1 o 92C lne De oeoe21,000 4. The highest cesium-137 concentration was 6800 pCi/g from olsapea
Uranium 9.5 kg - 12.8kg PlneDepBrhe

Carbon tetrachloride - -- 1663 kg bgs = Below Ground Surface 3-1003 tbsi wl 9-I572

Total bea 4500 Ci - - WIDS = Waste Information Data System database 3005. Wastewater and mobile contaminants (e.g., nitrate, tritium adtcnu-9

% Values decayed from RHO-CD-673 to 6/30/20M8 SIM = Soil Inventory Model Rev. IIIUfrmteciipatgonwe.

REFERENCES: >10atrTal 20.5f g (2994WIS-763. 12IF17103)

" WIDS general summary reports 212
" RPP-26744T
" RHO-CD-67325
" BHI-00177
" DOE/RL-91-61
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Table AD3 6-2. Data-ed Pirt
Summary - Model Group 6 - 216-T-19 CribadTlFid

(200-TW-l)(RL/FH)(CPP)(EP) 3pgs

Background

Site Identification 216-T-19

Site Location 200 West Area, T Farm Zone

Type of Site Crib & Tile Field

Operating History The crib and tile field are enclosed within a chain barricade. The crib is enclosed within a second chain barricade that is posted with "Cave-In Potential" signs. The outer chain is posted with "Undegon
Radioactive Material" signs. The site construction is a wooden crib box (12 ft by 12 ft by 9 ft deep) with a riser set into a square bottom pit (14 ft wide by 14 ft long by 30 ft deep) with sloping sides h ci a
an inlet and outlet pipe. The outlet pipe connects to a tile field. The tile field consists of a central pipe running the length of a rectangular trench (85 ft wide by 390 ft long by 30 ft deep) with slopigsd.Lael
pipes branch off the main pipe over the length of the trench. After construction the crib and tile field were backfilled to grade. The site provided subsurface liquid disposal for process condensate frmteIat
evaporator in 242-T, cell drainage from Tank 5-6, second-cycle supernatant waste from 22 1-T, and waste from the 224-T Building. The crib and tile field are associated with the 242-T Building, 221TBidig.h
224-T Building and the 241-TX-153 Diversion Box. The crib operated from September 1951 until August 1956. A cave-in occurred in 1956 that resulted in the abandonment of the wooden crib. Th' it a
inactive from August 1956 to December 1965 because T Plant production was shutdown and discharges of second-cycle wastes were completed. The pipeline to the crib was blanked. In December16,a yps
line was installed to reroute the effluent around the crib directly into the tile field. The tile field continued to be active until 1980. The total effluent volume discharged was 455,000,000 liters.

On November 10, 2000, unexpected contamination was found in spoils being removed from a well being drilled west of 216-T- 19, 3 meters [ 10 feet] from well 299-W 15-4 that became dry in early,00 h
contamination l evels reported in the field were 1.8 million dpm beta/gamma, direct; 10,400 dpm, alpha, direct, and 25 milliRem per hour (mR/hour) at contact with 1.5 mR/hour at 30 centimeters. Frhrsml
analysis at the Radiological Counting Facility determined no alpha contamination was present and the actual dose rate was 8 mR/hour at contact. The contamination appeared to be matrixed in disclrdsiben
removed at about the 10.7 in (35 foot) depth. Later that day the site was posted as a Contamination Area. When well 299-W15-4 was being drilled in 1956, radioactive contamination of 40,000 cout( ermnt
was encountered at 14.3 meters (47 feet) below ground surface. In 1992, a spectral gamma log from 299-W 15-4 showed levels of gamma activity between 10,000 and 3 3,000 pCi/g at 11 .9 and 14.9m(9ad4
feet).

Visual and radiological surveys are performed annually at this site. Well 299-W15-4, located adjacent to the northwest corner of the crib, monitored the site groundwater until it wetdyiial
2000. A new ground water monitoring well 299-W15-762 (C3122) was drilled a few feet west of 299-W15-4 in November 2000. This well encountered contamination at the 35 ft. lee.Silsml
results showed 6800pCi/g of Cs-137, 240 pCi/g of gross alpha and 5300 pCi/g gross beta activity. The drilling of this well was abandoned. The location of the new well 299-W15-6(339wa
moved an additional 50 ft. west.

Historical data suggests that the crib and tile field received the following contamination: 14 g total plutonium, 4500 Ci total beta, 62 Ci strontium-90, 370 Ci cesium-137 and 9.5 kg!rnim
Some of these historical contaminant values do not fall within the uncertainty ranges of the SIM model (presented in the table below). The model may need some refining to moreacrtl
reflect historical data. The following table represents the mean values as determined by the SIM model.
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Table AD3 6-2. DataNesPirt
Summary -Model Group 6 - 216-T- 19 CribadTl il

(200-TW- 1 )R/FHT)(CPP)(EP)- 3pgs

Soil Inventory Model - 216-T-19 Crib and Tile Field (RPP-26744)

Na (kg) Al (kg) Fe (kg) Cr (kg) Bi (kg) La (kg) Hg (kg) Zr (kg)Pb(g
1.206E+05 0.OOOE+00 3.533E+02 1. 131 E+03 3.067E+02 1.849E-01 4.085E+00 0.OOOE+00 .3E0

Ni (kg) Ag (kg) Mn (kg) Ca (kg) K (kg) N03 (kg) N02 (kg) 003 (kg) P4(g2.798E+02 7.763E-01 4.315E+01 3.955E+03 1.261 E+04 2.412E+05 8.171 E+00 6.675E+02 .9E4
S04 (kg) Si (kg) F (kg) C1 (kg) CC14 (kg) Butanol (kg) TBP (kg) NPH (kg) N3(g9.293E+03 5.929E+02 1.373E+04 3.376E+03 1.663E+03 0.OOOE+O0 0.000E+00 7.733E+02 1.8E0

Fe(CN)6 (kg) H-3 (Ci) C-14 (Ci) Ni-59 (Ci) Ni-63 (Ci) Co-60 (Ci) Se-79 (Ci) Sr-90 (Ci)Y-0(i
0.OOOE+00 5.122E+03 1.529E-02 3.989E-03 3.523E-01 1.406E-02 6.932E-04 2.458E+012.5E0
Zr-93 (Ci) Nb-93m (Ci) Tc-99 (Ci) Ru-106 (Ci) Cd-1 13m (Ci) Sb-125 (Ci) Sn-126 (Ci) 1-129 (Ci) C- 4(i
3.944E-01 3.456E-01 7.906E-03 5.723E-1 0 2.284E-02 8.01 4E-04 2.667E-03 0.OOOE+00 215E0
Cs-137 (ai) Ba-137m (Ci) Sm-151 (Ci) Eu-152 (Ci) Eu-154 (Ci) Eu-1 55 (Ci) Ra-226 (Ci) Ra-228 (Ci)Ac27C)
1.917E+01 1.810E+01 1.594E+'02 7.611 E-03 5.592E-01 3.073E-01 2.505E-06 1.479E-1 12.5E0
Pa-231 (Ci) Th-229 (Ci) Th-232 (Ci) U-232 (Ci) U-233 (Ci) U-234 (Ci) U-235 (Ci) U-236 (Ci) U28(i5.943E-04 3.561 E-08 3.030E-1 0 6.867E-08 2.034E-08 4.221 E-03 1.864E-04 5.841 E-05428E3
U-Total (kg) Np-237 (Ci) Pu-238 (Ci) Pu-239 (Ci Pu-240 (Ci) Pu-241 (Ci) Pu-242 (Ci) Am-241 (Ci)Am43(i
1.284E+01 4.485E-03 7.668E-02 8.350E+O 1.063E+00 2.390E+00 1.742E-05 2.926E-014.3E0

Cm-242 (Ci) Cm-243 (Ci) Cm-244 (Ci)
7.801 E-05 9.414E-07 2.214E-05

Vicinity Waste Sites 216-Z-7, UPR-200-W-99

Current Status Site recently transferred from the 200-PW-1 OU to the 200-TW-1 OU; analogous site; assigned to 216-T-26 Crib.

Potential Remedial Alternatives

X for viable alternatives No Action MESC/MNA/IC Removal/Disposal Barrier Partial Removal/ Barrier In Situ TreatmentOte

x x x
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Table AD3 6-2. Dat-edPirt
Summary - Model Group 6 - 216-T- 19 CrbadTlFid

(200-TW- 1)(RL/FH)(CPP)(P) 3pgs

Data Evaluation and Gaps Analysis

Data Knowns Data Uncertainties Are supplemental data required to support decision making?

299-W15-762 (37.5 ft) 299-W15-762: located near the northwest edge of the crib. Soil samples Uncertainty in nature and Yes - supplemental data on the nature and extent of contamination areneddt
taken from this borehole show a peak cesium-137 concentration of 15,600 extent of contamination address uncertainties associated with protection of groundwater and wihuepcd
pCi/g at 35 ft bgs. associated with contamination from a nearby borehole (found during drilling at a locatintthweto

unexpected the waste site boundary); ERG will provide extent of elevated conductiviyadbrhl
contamination in a nearby will provide information on nature of contamination in the crib and inthpoewer

299W154 (12 t)299-W15-4: located near the northwest edge of the crib. Groundwater borehole that was located
299W154 (12 t)data indicated a cesium-137 concentration of 1900 pCi/L, Cobalt-60 adjacent to but outside the

Scintillation logs dated concentration of 3400 pCi/L, technetium-99 concentration of 982 pCi/L. boundary of the waste

1959, 1963, 1968, 1970, site.
and 1976

299-W14-52 (28 ft) 299-W14-52: located within the southeastern end of the tile field in 216-T-
(Spectral, 2006) 19 Crib and Tile Field. Cesium-137 is the only man-made radionuclide

detected in this borehole. It was detected near the ground surface at
approximately 1 pCi! g.

References:

0 WIDS, Waste Information Data System database

0 RHO-CD-673, Handbook for 200 Area Waste Sites

0 Internal Letter (Rockwell International # 72710-83-205 from J.S. Wilbur to M.J. Graham dated January 13, 1983 subject: Separations Area Ground Water Monitoring Network Fourth Quarter Report(Otbr
December 1982)

0 083777 Critique Report for Unexpected Contamination Discovered During Well C-3122 Drilling

0 RPP-26744, Hanford Soil Inventory Model, Rev. I

Proposed Activities and Path Forward:

0 * Install a deep borehole to groundwater to evaluate the nature and vertical extent of contamination.
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